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PC Software for communication with Digital
Indicator 2023/06/02

) £xCTS2 [ Main ] Ver 1.000 x
Fie)  DataD)  ComSettingC)
HEADER(H)
Seril No. Ver Model CSD-8928-73
Memo
DISP &SET Compreneraat | [ PATA
Dizp & Set em Func - AllRead(®)
No. Command Name Read wiite Compare
01 DIGITALFILTER 1 15 1 ARrite()
02 ANALOG FILTER(CSD-892) anz a2 4z
02 ANALOG FILTER(CSD-8928) [(+x0.1 Hal Read()
05 STABILIZATION FILTER % 2 %
06 STAB. FILTER BAND (0.1 d] 20 20 2
07 STAB. FILTER TIME (x0.1 5] 5 s 5 WiteQ)
08 KEYLOCK 0 o 0
10 STAB. DETECTION BAND [x0.1d) 20 20 20 e
11 STAB. DETECTION TIME D0.1 5] 10 10 10
15 PRESET TARE VALUE [ o 3 Load)
17 OPERATION OF HOLD. SYNC. WITH HOLD SYNC. WITH HOLD SYNC. WITH HOLD
18 OBJECT OF HOLD. m m m
21 TARGET OF COMR [ [} [ Save(s)
22 OPERATION OF COMR. o o 0
24 COMP OPERATION OF HYS. ON DELAY. ON DELAY ON DELAY
25 COMP HYS. DATA BAND [x1 d] [ o 0
26 COMP HYS. TIME [x0.1 5] [ o 0 Print(®)
40 Rs232C MODE COMMAND MODE COMMAND MODE COMMAND MODE
41 RS232C OUTPUT DATA| DISPLAY LINKED DISPLAY LINKED DISPLAY LINKED
42 SERIALSETTING 5020 15020 13020
46 ADD THE DECIMAL POINT INHIBIT INHIBIT INHIBIT
49 UNIT DIGIT NO. SETUP. 2DIGITS 2DiGITs. 2DIGITS
55 [FIKEY SELECT ADDRESS NO. ISP ADDRESS NO. DISP ADDRESS NO. DISR
60 INPUTI oFF oFF oFF
61 INPUT2 oFF oFF oFF
& INPUTS OFF oFF oFF
70 ouTPUTI OFF oFF oFF
71 ouTPuT2 OFF oFF oFF
Return(X)
ROM Ver 2200 oo Ready

B Easier to set a digital indicator
The parameter of a digital indicator can be managed with PC.

EzCTS achieve the setting of indicator easily by managing data in PC, for example as changing a lot of digital
indicators to the same setting, or reproducing the setting of a digital indicator.

Specification

Specification name Specification contents
Applied OS Windows 10/11, Japanese or English version.
CPU Intel Pentium (Dual core or Single core) Clock speed : 1GHz or more.
Internal memory 2GB or more
CD/DVD driver 1 unit (Used for installation)
USB port 1 port

CSD-912 / CSD-903 : Converter and connector for USB <-> Serial.
CSD-892-07-25/-73/-74/-76. CSD-709. CSD-701C : USB cable.

Accessories
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Latest News

2023.03.24 New Product [New Product]Digital Indicator "CSD-701C" is released ! Great improvement
on Temperature Characteristics and Non-linearity!
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