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Introduction
Thank you very much for your purchasing the digital Indicator for tension meter, model TMD—-100.

This manual explains the handling procedures and the notes when it would be used. Make use of it

properly after reading through the manual carefully.

Be sure to deliver the manual to the end user. Moreover, the end user should keep the manual at
hand after reading it over.

Marks and arrangements used in this manual

The following marks are attached to the explanation on the matters that indicate “Don’ t do this.”,

“Take care” and “For reference”.

Be sure to read these items where these marks are attached

& Warning

Warning may cause injury or accident that may harm to the operator.

Don’t do these things described here.

& Caution

It is the description when danger to which the user owes injury is assumed in your handling mistaken, and When the occurrence only of the

physical loss or damage is assumed.

Ld

i Caution during operation and working.

Be sure to read the item to prevent malfunctions.



For safe operation

Be sure to read this instruction manual before use.

1. Installation place

& Caution

| Use the instrument where the temperature/humidity specifies with the range as follows :

+ Environmental temperature  : —10 °C to 50°C

= Environmental humidity : Less than 85 %R.H. (Non condensing)

& Warning

Don’t locate the instrument on the places as follows :
It may cause an unexpected faulty in the instrument.

(@ Location where installation is not allowed.

* Do
* Do
* Do
* Do
* Do
* Do
* Do
* Do

not locate the instrument in direct and/or high temperature area.

not use the instrument in a high humid area.

not install the instrument where there are vibrations and shocks.

not use the instrument where there is excess of dusts and fine particles.

not use the instrument where there are corrosive gas and salt and like that.

not install the instrument where there is rapid change of temperature and humidity.

not install the instrument near the devices that are magnetized or generate an electromagnetic field.

not install the instrument where the instrument may be affected by radioactivity or radial rays.

- Avoid the location where chemical reaction may take place such as in a laboratory, or like that.
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@) Installation

A Caution

| When installing the instrument, install as referring to the following figures and secure the space around the instrument.

Each dimensions of the instrument and required dimensions for the environmental spaces are as follows :
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2. Power supply

& Warning

Be sure to check that the power supply is off in connecting each cable. If the work is done while the power is on, there may have the case that

electric shock to the operator or even may have damage to the instrument.

& Warning

Before supplying the power, check that the indication of power supply voltage/specifications for the instrument and the power going to supply
should be the same. If they are not equal, contact with us.

If you use the instrument without checking them, it may cause a damage in the instrument or electric shock to the operator.

Please consult Co. about the report when not matching. There is danger of causing damage and the electric shock of this instrument when
using it like the uncertainty.

& Caution

Earth wire should be grounded securely.
When earth wire is not connected, it may cause a malfunction of the instrument or electric shock to the operator.

3. Application note

& Caution

Before using a new instrument or exchanging the strain gage applied transducer for a new one, be sure to make calibration.
If calibration will not be made, the correct measuring results may not be obtained nor which may cause malfunction in the instrument and there
may exist damage in peripheral equipments. Besides, even though calibration has been made, there may occur the similar case when the results

are not correct, so make calibration, again.

& Caution

In case of using the instrument, check that the connections are executed properly. If not connected properly, the correct measuring result will
not be obtained, nor it may cause malfunctions of the instrument, damage to the peripheral equipments or even more serious accidents.

& Caution

When change of setting is made carelessly on the instrument during measurement, correct measured results may not be obtained and it may

cause malfunction in the instrument and even have the possibility of damage in peripheral instruments.

A Caution

Don’t shock the instrument such as throwing something on it.

If neglected, it may cause destruction of the parts and damage to the electrical circuits.

& Caution

Don’t remove the cover of this instrument, don’t peel off the panel sheet, and additionally, take this instrument apart.
It may cause a damage on the case and panel sheet, and ruins the environmental factor and operativeness.

hd

At the time of shipment from the factory, the instrument has been plated with a clear sheet on the panel sheet for protective purpose.

In case of application, use the instrument after removing the clear sheet first.

h o

Don’t push the panel sheet on the instrument with the excessive strong force nor push it with sharp edge object such as a driver. If neglected,
it may cause a damage to the panel switch and even have the possibility of damage to resist to environments or operational performance.

v



Revision history

Date

Manual No.

Details of revision

May. 2006

DRW. NO.EN294-1181

First edition Ver.1.000

Oct. 2010

DRW. NO.EN294-1181A

Due to ECN. No, FN10-02140
—Change—
Minebea logo is changed.

May.2012

DRW. NO.EN294-1181B

Due to ECN. No, FN10-02140D
—Change—
Minebea logo is changed.

Jun.2016

DRW. NO.EN294-1181C

Due to ECN No, FN16-02057

—Deletion—

Delete 'Minebea Co., Ltd. Measuring Components Business Unit’ from the
front cover.

Due to ECN No,FN10-02140-E

—Change—

Minebea logo is changed.

Aug.2017

DRW. NO.EN294-1181D

Due to ECN FN17-02017
+ Delete the company name in the contents.




Contents

INTRODUCTION I
MARKS AND ARRANGEMENTS USED IN THIS MANUAL I
FOR SAFE OPERATION. /4
. INSTALLATION PLAGE ..ot eeseeeeeseeseeseessesesseeseesseesessessesseeseessassasessesseesseassasessesssessenseasesseessessenseaseasesseesseasesesseasessseasnseasenseen I
2. POWER SUPPLY oottt e e e seeseesese s easeeseeseeseees s easeeseesseas s easeeseeseees e easeaseaeeeaseesessesse et seseeseaseasesseeeseasmseasesseseseaseseae v
TN =L =T (07N 5 (0] N T =3O 1\
REVISION HISTORY. 74
1.  NAME AND FUNCTION OF EACH POINT. 7
11 FRONT PANEL - oo oo e eeee e eeeeeeeseeeeeeeeesseaseeeeeeeeeseeeseemseeseeeseeaseemseemeeeeeeeeenseemseeeeeeseeasemmeseeeeaseeesemmsemseeseeaseemsemmsemaseeseeen 1
T2 REAR PANEL oo oo e e e ee e eee e oo eeeeeeseemseeeeeeeeeseeeseemseeeeeeseeaseemseeeseeeeeeenseenseeoeeaseenseensseeeaseeesemasemsenseenseemseemseeeseeseeen 2
2 CONNECTING METHOD 3
2—1. NOTES FOR CONNECTING WIRES -..eeeeoeeeeeeeeeeeeeeeseeeseeeseemeeeeeeeseeeseemseeseeeseeaseemseeseesseeaseemseenseeseessenseemsseassessesseessemesseseeasemnsemsseesees 3
2—2. CONNEGCTION WITH LOAD CELL .. eereeee oo eeeeee e eeeseeeseeeseeeeseeeseessseseeeseesseeeseessesseesseemsseseseeeseeeseemsseeseessesseessemesenseeasemssemeeesees 3
2—3. CONNECTION OF ANALOG OUTPUT «oeoee oo eeeeeeeeeeeeeseeeseeeeeeeeeseeessessesseseseeeseeeseessesseessemmssesseesseeseemssemseeessessesseessemseaseeassmssemseeesees 6
2—4. CONNECTION OF POWER SUPPLY AND EARTH oo eeeeeeeee et oo oo seeeeeeseeeseeeseeeseesseeseeeseeeseesseeseeeseemseemsseeseessesssesseeseeseeaseessemseesees 8
2—5. CONNECTION OF EXTERNAL CONTROL INPUT cereoeeeeeeeeee e eeeseeeseeeeeeeeeseeeseeeseesseeseeeseesseesseeseeaseemseemsseeseessesseesseesseseeaseeesemseesses 9
2—6. CONNECTION OF EXTERNAL CONTROL OUTPUT et oo eeeeeeeeeeseeeseeeseeeseeseeeseeeseemseeseeassemssessessenseeassemseeesseessesemesemeseens 10
3 OPERATION. 17
R IR O N o] Y T o] =3O 11
4 CALIBRATION. 13
4—1. KIND OF CALIBRATION METHOD ..o eoeeoeeeeeeeseeeeeeeeeseeeseeeseeesseeeeeseeesesasseesseseeessemsseseesseeeseemsemmseesessseeseemsseseeeeesssesssmaseessesemeseneseene 13
] = (N B =1 1 OSSO 14
4-3. CALIBRATION PROCEDURE OF DIGITAL SPAN CALIBRATION MODE (CCAL CALIBRATION MODE) ..o, 15
4-4. CALIBRATION PROCEDURE OF DIGITAL ZERO AND SPAN CALIBRATION MODE (ACAL CALIBRATION MODE) ......20
4-5. CALIBRATION PROCEDURE OF ACTUAL ZERO/SPAN (LCAL CALIBRATION MODE) .. .. eeoteeeeereeeeeeeeeeeeereeeeeeseseeesenene 25
4—-6. CALIBRATION PROCEDURE OF DIGITAL SPAN CALIBRATION MODE (SPAN2 CALIBRATION MODE)......oveeerreene.. 30
47 FINE ADJUSTMENT OF ZERO ..o ee e eee e ee e eeeseee e s eeeeeseeeseemse e seeee e eeaseemsseeeseeeeseensemmeeeseensemmsenaseesenene 34
48 FINE ADJUSTMENT OF SPAN oo e et eee e ee e eeeeeeeeeee 2o eseseeeseeeseemsemeseeeeeseessemssemseeeseaesenseeseeseasemeseneneene 36
E e I OF NN (=1 27N (o] NI o) XTI 2 o 74 =1 = (O =To) (N R 38
4—T10. CALIBRATION LLOCK. ..ottt ettt et et et et ees e ae e et eeeeeseeeesesesesesasasasae st eeeesesesesseasasaeataeeeeesesesasasasaeaeseeesesenesasnasaeaenenen 39
5.  FUNCTION MODE 40
5—1. METHOD OF SETTING FUNGTION MODE ...oeoeoeeeeeeeeeeeeeeeeeeee e eeeseeeseeeeeeseeeseeesseseeseeeseeesemssseseesseessemsseasseseeasseasemesseessasesesemmeeene 40



572, FUNCTION OF FUNCTION DATA ...ciuriueeuretreesseeeseesssssssssssesssssssssssssssssessesssssssssssssssssssssssssssssssessssssnsssesessastsssssssssessestassssssssssanes
573, C FUNCTION MODE ......coitireeeueeereesesseseessesssssssssssssssssssssssssssssssesassssssssssssssssssssssssssssesssssssssssssssssssssssssssssssssestasssssssssssssssenssnssnssnsanes

6. VARIOUS FUNCTIONS BY FUNCTION DATA

6—1. EFFECTIVE RANGE OF ZEROQO SET ...ttt sttt ssssssst sttt st s sssss et sssssss st est s sssssssessenssnssnssnssnsanes
6—2. SETTING OF DECIMAL POINT DISPLAY POSITION .....curiueieetreeireeesnessessssssssssssesssssssssssssssssesssssssssssssssessssssssssssssssssssssssssssssns
6—3. A/D SAMPLING FREQUENCY .......oovuureeeeeressssessassssessssssasssasessssssssssessssssasssssss s ssses s st sessassssssssassssasssssessassssnsssasssasssasssansesas
64, DISPLAY FREQUENCY ....curuueeueeeeeeesseseeseessssssssssssessessssssssssssssssssssssssssssssesssssasssssssssessssssssssssssssssassssssssssssessestansssssssanssssssnssnssnsansanes
B0, DIGITAL FILTER ..eucueeetetieeseeseesseesssssssesssesssssssssssesssssssssssssssssssessssssssssssssesssssssssssssssesssssssssessssssssastsssssssssssssestenssnssnsasssestsnssnssnsssssns
6-6. SELECTION OF OPERATIONAL INPUT FOR DS/WS DOWN ..ottt et sses s sses s s sesseeas
B 7. KEY LOCK eoerrteeeeeeeeeeeetsetssesesssessstssssessessess st sessssssssesseessss s ssesseesaes s s e sueeseessesasssnssnesassenssesssssnssneseetsessnssnssnssestenssnssnsanssentsnssnssnssnssnns
68, STABILIZATION FILTER....iueuueeteterserseseeseesssssesssesesssesssssssssssesssssassssssssssssssssssssssssssssssssssssssssssssssssssssssnsssesessestensssssnsssssssssnssnssnsansanes
6—9. SETTING OF ANALOG OBUECT ..ovurerieeeeeeetseeeessessessssssesesssssssssesssssesssssessssssssssssssssssssssssssssssssssssssssssssessassssssnsssssessestsssssssnssnsanes
6—10. SETTING OF ANALOG OUTPUT TYPE-.....ositirirreereeretrsereeseessessssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssessesssssssssssssssssssssnssssssssnns
6—11. SETTING OF EFFECTIVE AND INVALID FOR THE DISPLAY OF ADD AND DIFF ..ot
6—12. SETTING OF OUTPUT RATIO AT BOTH DS AND WS DOWN. ...ttt st sssssesssst st sssssssnsanes
6—13. SCALING OF ANALOG OUTPUT ...oeuieeeritretsseseeseessetsssssesessssssssssssssssssessssssssssssssssssssssssssssssssssessssssssssssessasssssnsssssessessanssnssnsanssnes
6—14. SETTING OF BRIDGE POWER SUPPLY VOLTAGE .....vureueetretreerseseseessetsssssssssssesssssssssssssssssessssssssssssessessssssssssssssssssssssssssssssns
615, SETTING OF CHECK VALUE.......ccsiureuretreeretssessessessstsssssesessssssssssssssssssssssssssssssssssssssssssssssssssssessssssnsssesessesssssssssssssssesssnsssssnssnsanes
6-16. SETTING OF PERMISSION/PROHIBITION OF CALIBRATION .......cooueeuecereeesseeesessessseesssssssssssssesssssssssessssssaessasssassssssesas
B—17. ZERO CLEARNESS ........ottuueeuureeseetstessessssesssessssesses s sssss et s ssse s s st s8R bbb e
G718, MEMORY CLEARNESS......coeuueeuiteerreseesressessesssssesssssssssssssssssssssssssssssssssssessssssssssssssssssssssssssssssssssssssssssssssessestasssnssnsasssssssnssnssnsansanes
G199, DISPLAY COEFFICIENT ..euvueteteeseeseeseessessessesssessssssssssssssesssessssssssssssssesssssssssssssssssssssssssesssssnsssssssssssssssessastassssssnsanssesssnssnssnsassanes

/7. RECORD PLACE OF SET DATA

7—1. DATA RECORDED IN EEPROM......oiire sttt st ss sttt e
7—2. DATA RECORDED WITH RAM ...ttt sttt sttt sttt s s nnsnnes

8 CHECK MODE

8—1. METHOD OF SETTING CHECK MODE ......ccsvuiueeureeeeseesseseessessessssssssssssessssssssssssssssssssssssssssssessssssssssssssssssssssssssssssssssssssssassassasssnees
8—2. CONFIRMATION OF ROM VERSION........cuiiuirieeuneereeseeseseessessessssssssssssessssssssssssssssssssssssssssssessssssssssssssssssssssssssssssssssssssssssssasssnses
8—3. CONFIRMATION OF OPTIONAL CONNECTION ......ccivurreureeeeseessesneseessessessessssssessessssssssssssssesssssssssssssssssssssssssssssssessssssssssssssssssnees
8—4. CONFIRMATION OF BRIDGE POWER SUPPLY VOLTAGE........ccsvreureereeseesesnessessesssssssssssssssssssssssssssssssssssssssssssssessssssssssssssnees
8—5. CONFIRMATION OF EXTERNAL CONTROL INPUT ....coruuriuieeereneseessesseesssssessessesssssssssssesssssssssssssssssssssssssssssssssessssssssssssssssssnees
8—6. CONFIRMATION OF CONTACT OUTPUT w.cuvuuriueeureereeseesneseessessessssssesssssessssssssssssssssssssssssssssssessssssssssssssssssssssssssssssssssssssssssasssessnses
8—7. CONFIRMATION OF ANALOG OUTPUT ..curureueeureeeeseeseseessessessssssessssssssssssssssssssssssssssssssssssesssssssssssssssssssssssssssssssssssssssssssassssssnses

9 ANALOG ouTPUT

9—1. CHANGING METHOD OF ANALOG OUTPUT ...euecuieitreteeeeseessetssssesssesessssssssssssssssssssssssssssssssssessssssssssssessessssssssssssessssssssssssssessens
0—2. SCALING OF ANALOG OUTPUT ..vuriuriureeereesseseessesssssssssesesssesssssssssssssssssssssssssssssssssssssssssssssssssessssssssssssessassssssnsssssessesssssssssssansanes
9—3. FINE CONTROL T OF ANALOG OUTPUT ..ovurureereereerssseeseessesssssssssssessssssssssssssssssessessssssssssssssssssssssssssssessssssssssssssesssssssssssssssssnes



9—4. FINE CONTROL 2 OF ANALOG OUTPUT .uerireeeereeriessessessesesssssssssssssssesssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssnssssssassassans

70,

MONITOR MODE.

10—1. METHOD OF SETTING MONITOR MODE ......ovsiuireeeeneerstssessesnessstssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssassssssssssssnssnenns

71

TROUBLESHOOTING

11=1. TROUBLESHOOTING EXECUTION .....coivureueeeereesseseessessssssssssssesesssssssssssssssessssssssssssssssssssssssssssssssssssssnssnsssssesssssssssnssssssssessanssnsans

12,

SPECIFICATION

12—1. ANALOG SPECIFICATION ....oruueeeeetsteessesssssssssssssssesssssssssssesssesesssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssessessassassssssssssnsansans

12—2. DIGITAL SPECIFICATION ....oruuiueeetstseessesssssssssssssssesssssssssssessssssssssssssssssssssssssssssssssessssssssssssssssssssssssssssssssessessassssssesssssnsansans

1273, INTERFAGE ...cceeteteeeceeeteetse et ssse st s st st ses e st s et

12—4. GENERAL SPECIFICATION ....ouiuiestretieeseesseesstssssesssesssssssssssesssessssssssssssssssssssssssssssssssssssssssssssssssssssasssssssssssessessassassssssssssensansans

12—5. STANDARD SHIPMENT SPECIFICATION ......ovtiiuireurcuneesstsseseessessetsssssssessesssssssssssssssssssssssssssssssssssssssssssssssssssssssasesssssssssansanenns

1276, ACCESSORY ...ootrieeeeeeeeretsetse e essst et st ssssse st ssssseee e s st s s ssesaneses e s e e s E s £ eSS

13

4,

ERROR INDICATION.

GUARANTEE

T4, GUARANTEE ......ctiitieeeeceeeeestsetssesesssst st ssessses et st sessesseessss et sessseses st e e s R e eEess e eeen e sares e nnsnsnes
1472, REPAIR..... oottt etes et sesse st s8££ 848 bRt

15,

16,

17.

18,

DISPLAY CHARACTER PATTERN

FUNCTION SETTING TABLE

C FUNCTION DATA TABLE

H FUNCTION MODE

18—1. METHOD OF SETTING H FUNCTION MODE ......oveuiuriereireereeanesnstsstsssssessesssssssssssssssssssssssssssssssssssssssssssssssssssssssssasssssssssssassanesns

18.

APPENDIX.

VIII

69

69

70

70

78

78
78
78
78
79
79

80

81

81
81

82

83

84

85

87



1. Name and function of each point

1-1. Front panel

@) Load display section

<—2) Status display
section

HEHHEE HHEHHH | e
HHHHBH BEHBH | o

0|8 |00 =
V

HON I TOR

4 > A ¥ ENTER .
ZFRO]| |[cHECK ‘wsmm| “nsm| FONG. IrshueT

©) Monitor terminal

—@ Key
@ Key

(1) Load display section
Each load value of WS, DS, ADD, and DIFF is displayed.

(2) Status display section

HEALTHY
CHECK

WS DOWN

DS DOWN

(3) [ Key

By pressing this key with the [stFr

After the power supply is turned on, it lights with various error being not occurred.

It lights on when the key and the

ENTER

A
It lights on when the key and the (s

equivalent signal from the outside is input.

key is pressed together, and CHECK ON.

key is pressed together, or when the

2 I
It lights on when the M key and the key is pressed together, or when the

equivalent signal from the outside is input

key, a present load value is memorized as a zero point, and the

display is adjusted to zero. Or, when the value is set, the set digit is carried.

4) Key

By pressing this key with the

key, the CHECK value is turned on and off. Or, when the value is set,

the digit lowers the set digit.

When the trouble is occurs on the WS side load cell, the WS false signal set beforehand is generated
e :
from the inside of the indicator by pressing this key with the key. Or, when the value is set, one set

digit is lowered.



(6) Key

When the trouble is occurs on the DS side load cell, the Ii false signal set beforehand is generated
ENTER
from the inside of the indicator by pressing this key with (&) key. Or, when the value is set, one value

of the set digit is lowered.

@) Key

Used When shifting to the function mode.

Used for registering set value at the time of various kind of setting.

Also, the shift function of each key becomes effective by pushing each key while pushing this key.

(9) Monitor terminal

The analog output set beforehand can be monitored.

1-2. Rear panel

it e 2

- K& _+ - Fe _+ - F&

9|0|e

— é@@ éggé@ ://@ Terminal block 1

@ Fuse holder —

@ Terminal block 2

[O]
(@]
O]
O]
[O]

\'g

L
@ Terminal block 3 =

BTN 'L L T
TIIIIIIIIIDH[
| LI OL OO

|1
® Terminal block 4 7

(1) Terminal block 1

The analog output is connected.

(2) Terminal block 2

The optional analog output is mounted.

(3) Fuse holder

The fuse of the specified capacity is mounted.

(4) Terminal block 3

A specified power supply voltage and grounding wire are connected.

(5) Terminal block 4
Various strain gauge type transducers, such as load cell, external control input for “ZERO”, “WS
DOWN”, “DS DOWN”, "D S&W S DOWN”, “LOCK” and external control output for “WS DOWN”, “DS
DOWN”, “"HEALTHY”, “"ERROR”, and “RUN” are connected.



2. Connecting method

2—1. Notes for connecting wires

- When you connect wires, please proceed after turning off the power supply without fail.

- Please do not connect AC power supply until the installation is completed. There is no switch that switches
power supply ON/OFF in the main body.

- Please keep the cable connected with the main body away from the noise source, such as power supply line
and 1/0 for the control, etc. as much as possible.

- Please set the conduit wiring to be exclusive wiring, and avoid sharing with other lines.

- Please make sure to connect grounding wire, and the earth is to be the D class with single earth. Please do
not share with the earth of the power supply system.

- Please apply the shielded cable for connecting with the external control input and contact output, and the

shield is to be connected with the shield connector of the terminal, or main body.

2—2. Connection with load cell

Ld

— When the tension force is measured with tension type or tension/compression type load cell, please connect the “green” with terminal No.
B1 or B2, and the “Blue” with terminal No. D1 or D2 respectively.

— As there may be the case that the wiring color is different form the standard, please confirm it with the inspection data sheet of the load

cell before connecting.

—  When the length of CAB-502 is more than 30 m totally, there may have the case the accuracy becomes out of warranty because the
resistance of cable makes the input voltage of the instrument decrease.

—  When the length of CAB-501 is more than 100 m totally, there may have the case that the remote sensing function will not work enough,

and the accuracy becomes out of warranty because of the resistance of cable.

(1) Connection of load cell and TMD—-100

— Please refer the paragraph
19. Appendix — “List of
Terminal block” as for the
details.
A
£ &
=l s || 3 Lz
(C = 5 % g D)
NA] | NS
WS side load cell DS side load cell



(2) Connection of load cell, junction box B—304 for extension, and TMD-100
i) When CAB-502 (4—cores cable) is used

— Please refer the paragraph 19.
Appendix — “List of Terminal
block” as for the details.

RED

Junction box Junction box

=

SHORT BAR /'l
\‘lWHT
/-r]RED
SHORT BAR
\‘IWHT

B-304

Q)

e

A
\J
(
¢

)
;

WS side load cell DS side load cell

Internal terminal connection of B-304

to load cell N N N N

GRN | YEL(Shield)

@ Suitable crimp type terminal lugs

@ :1.25 or 2-4

Se
@®

Terminal pitch 9.5 mm

NN to TMD-100



i)  When CAB-501 (6—cores cable) is used

— Please refer the paragraph 19.

Appendix — “List of Terminal
block” as for the details.

RESMEBEEE
x|O|lm|=|x|o|m|=
Junction box Junction box
B-304 B-304

WS side load cell DS side load cell

Internal terminal connection of B-304

to load cell
( )
RED | BLU GRN | YEL(Shield)
o 0
@ @ @ @ @ Suitable crimp type terminal lugs
@B e =
o 0 of
Terminal pitch 9.5 mm YEL(Shield)

)
RED |BL WHT |GRN
ont™ (i
to TMD-100




2—-3. Connection of analog output

This instrument can select voltage output/current output by the setting with each channel.

Please refer the paragraph 9—1. Changing method of analog output for setting method.

(1) Specifications of current output

Specification

Content

Output

DC4 mA to 20 mA

Load resistance

510 ohm or less

Non-linearity

0.05 %F.S.

Resolution

About 1/12 000

Over range

“—0L" display : approx. DCO mA
“OL” display : approx. DC24 mA

Output frequency

Synchronized with A/D sampling speed.

Ld

The analog output of this instrument executes rewriting the output synchronizing with A/D sampling speed.

After turning on the power supply, the analog output has the output fluctuation element.

To use it with stable condition, please use it about one hour after turning on the power supply.
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— Please refer the paragraph 19.
Appendix — “List of Terminal

1| block” as for the details.

J_]-® Shield

@ Load resistance 510 ohm or less




(2) Specifications of voltage output

Specification Content

Output Selection from DCOV to 10 V,DCOV to 5V, DCOV to 1V, DC£10V, DC+5V, and DC£1 V

Load resistance 5 k—ohm or more

Non-linearity 0.05 %F.S.

Resolution About 1/12 000

“~OL" display : DC-2.5 V, DC-1.25 V, DC-0.2 V, DC-14.0 V, DC-7.5 V, and DC-1.2 V

Over range “OL” display : DC14.0 V, DC7.5 V, DC1.2 V, DC14.0 V, DC7.5 V and DC1.2 V

Output frequency | Synchronized with A/D sampling speed.

hd

The analog output of this instrument executes rewriting the output synchronizing with A/D sampling speed.
— After turning on the power supply, the analog output has the output fluctuation element.
To use it with stable condition, please use it about one hour after turning on the power supply.

| | — Please refer the paragraph 19.
)O Appendix — “List of Terminal block”
as for the details.
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<J_]2»  Shield

{\;|Load resistance 5 k—ohm or more




2—4. Connection of power supply and earth

Please connect the power supply and the earth as shown in the figure below. Please give the earth as D
class single earth.
Power supply voltage: AC100 V to AC240 V(permissible variable range AC85 V to AC264 V)

Power supply frequency: 50/60 Hz

AC100 V to AC240 V [O]
r49 i )

9

)
O]

za INe/e/s/ee/e/s/s/e/e
QQQQQQQQQQQQQQQD
g ]

Hdnunlu!‘l

A

| — Connections with power supply and the earth is made securely as showing in the figure, and also within the rated capacity of an instrument.

hd

— Grounding is to be the D class with single earth.

There is a possibility of causing an unexpected malfunction by receiving the influence of the noise from other equipment.




2-5. Connection of external control input

Each terminal of the external control input of “ZERO”, “WS DOWN”, “DS DOWN”, "DS&WS DOWN”, and
“LOCK” is connected with “COM.1” by contact output or open collector as shown in the figure below.

-r";o-n

Q@@@@@D

— Please refer the paragraph 19.
Appendix — “List of Terminal
.| block” as for the details.

'R
Jd @
[0l
O]

Please connect the external control input surely as shown in the above drawing.
If neglected it causes an unexpected breakdown and the malfunction.

Ld

Please use the shielded cable for the connection of external control input, and connect the shield with the terminal E1 or E2 of this instrument.

If not connected, there is a possibility of causing the malfunction by the influence of the external noise, etc.




2—6. Connection of external control output

Please connect the external control output for “WS DOWN”, “DS DOWN”, “HEALTHY”, “ERROR”, and
“RUN” within the range of the following specification with “COM.2” as shown in the figure below.

Specification

Content

Composition of contact point

Five points (Only the ERROR is b contact point, and the other is a contact point)

Rated load

AC250 V or DC30 V

Ratings energizing electric current

1 A (load resistance)

Equivalent circuit

— o

o COM.2
o ERROR
o COM.2

hd

L
T

Load

°© HEALTHY, DS DOWN, RUN, WS DOWN

— Please refer the paragraph 19.
Appendix — “List of Terminal
block” as for the details

&

Serge preventive element

Please connect the serge preventive element suitable for the characteristic of the connected external load for this protection of contact
point. It causes an unexpected breakdown and the malfunction like the loss and welding etc. of this contact point.

10



3. Operation

3—1. Change of mode

This instrument has various modes according to the operating condition.

The mode is changed by the key operation.

Power supply ON

v

Display check(all lighting)

v

Measurement mode
(continuous data display)

) | [ B
SHIFT CHECK
P | Measurement mode
- (check value display)

=
]

Measurement mode
(analog output monitor)

A
FURL S
A
f \4 __
CCAL S
v A. :
RCAL 5
il A
LLAL G
v A. :
ZEFG G
il A
5PAN g
v A
L PR A O Birkine
A

\ 4
Blinki
rRFE dgey

L1

Blinking
display

VT

HAJ G

]

\4
Blinki
CHELCE sy

VT

{ Blinking
I display




(1) Function mode (FUI'I E)

Various functions become effective by the setting of the function data.

(2) Calibration mode
CLCAL ARCAL.LCARL.ZEFa . 5PARASPRACTAFE)
By setting the calibration data, the calibration is executed to display the electrical signal from the

measuring unit (load cell) as the accurate load value.

(3) Analog output adjustment mode(HE H l'_ HHC’ L’ )

It is adjusted that the analog output reaches a correct value.

(4) Check mode(l'_-HEEH )

ROM version, each input/output operation, and the analog output can be monitored by the check
mode.

(5) Monitor mode(E 5 n l: D

The output value of the load cell can be monitored with the monitor mode.

12
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Calibration

To display the electrical signal from the strain gauge applied transducer (Hereafter, it is described as the load

cell) as an accurate load, the operation that matches the load that applies to the load cell to the display of this
instrument is called a calibration.

For instance, it is that the adjustment for the display of this instrument to become a display of 100.00 kg
accurately when the weight of 100kg is put on the measurement part.

4—1. Kind of calibration method
mLLCAHL

Method of registering output value (mV/V) of load cell at the maximum indicated value after

measurement part is adjusted to zero (condition of initial weight only of tare), and zero is registered.
@ ACAL

Method of registering the output value (mV/V) of load cell when measurement part is zero (condition of

initial weight only of tare), and the output value (mV/V) of load cell when the weight of the maximum
indicated value is applied to load cell.

@ LLAL

Method of registering load cell output at the maximum indicated value applying the actual weight onto

registered.
@w=EFao

The fine control of 0 is executed.

®»9PAnN
The fine control of span is executed.

©S9PAAZ

Method of adjusting the load cell output (mV/V) to the maximum indicated value, after setting indicated
value when the actual load is applied.

ol AFE

Method of registering only zero point again when tare load changes.

load cell after measurement part is adjusted to zero (condition of initial weight only of tare), and zero is

more is required.

The accuracy by the calibration method of @) and @ is about 1/1000. Please execute the calibration of (3 when the accuracy of 1/1000 or

13



4-2. Setting items

4-2-1. Setting item requested in the calibration

(1) Minimum scalevalue(d'g l‘ DE 55 I’B)

It is a minimum unit of the indicated value. The setting values are “1”, “2”, “5”, and “10”.

The value of {[maximum indicated value/minimum scale value} becomes a display resolution.

(2) The maximum indicated value (d: '_') P)

It is the maximum weight that can be measured on the load cell.

(3) Mass of weight used when span iscalibrated ({_ g H ).
The span calibration can be executed with the arbitrary weight. The same setting as the maximum
indicated value is executed when there is a weight for the maximum indicated value.
Please give the setting here to me as 2/3 or more of the maximum indicated values to reduce the

calibration error.

(4) Calibration of ZERO (= £ F )
It is an item that calibrates the display value to zero when nothing is put on the measurement part
(condition of the initial weight).
There are “Method by the condition of the initial weight” and “Method by a numeric input of the load

cell output voltage” as a calibration method.

(5) Calibration of SPAN ('_" PHI—I)
It is an item that calibrates the change in the electrical signal of the load cell to become a display of
correct measurement value when the weight is applied on the measurement part.
As a calibration method, there are “Method with the weight” and “"Method by a numeric input of the

load cell output voltage”.

4-2-2. ltem set if necessary after the calibration

(1) Display position of decimal point (function : F - D 1)

The decimal point is put on the load display of this instrument.

14
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— Please calibrate if necessary when the environment used changes.

— The resolution of the display that the performance becomes effective is 10 000 or less.

4-3. Calibration procedure of Digital span calibration mode (CCAL calibration mode)

4-3-1. Flow of calibration

Procedure 1 |Connection of load cell

Procedure 2

Procedure 3

Procedure 4

Procedure 5

Procedure 6

Procedure 7

Procedure 8

Procedure 9

Procedure 10

\4

Energizing after turning on the
power supply for 10 min.

v

Clause 4-3-2

Change to calibration mode

v

Clause 4-3-3

Selection to be calibrated

v

Clause 4-3-4

Setting of minimum scale value

v

Clause 4-3-5
Setting of the maximum
indicated value

v

Clause 4-3-6
Span calibration

v

Clause 4-3-7
Zero calibrations

v

Clause 4-3-8
End of calibration

A4

To the paragraph 6-2
Setting of decimal point
display position

15

This instrument is connected with the load cell.
To stabilize this instrument and the measurement part
(load cell), it takes energizing condition for about 10 min.

Please switch the mode to the calibration mode.

Please select a target of the calibration.

Please set the minimum scale value.

Please set the maximum indicated value.

The span output voltage value of the load cell is set, and
span is calibrated.

Please make the condition that nothing is put on the
measurement part, and calibrate the zero point.

The calibration mode is ended.
Please set since procedure 10 or after if necessary.



4-3-2. Change to calibration mode

g g B [g g Move to the selection mode from a usual measuring
o) o e g o Measuring condition condition.

W
V\ ‘FA, / : A;-L By pressing the key, . is blinking.
'-4\ Press the key once.

. U
ZrYyy Ly YT o
DS DO
v ;-‘ ;— L v The display becomes DH blinking.
Lo
Press the key here.
The display becomesDH, and it enters into the

A\ 4
r ] Calibration mode ) )
L L calibration mode.

~
|
-~
=
-
-
-
S1E D
=
2

r

4-3-3. Selection to be calibrated
Select the calibration target from WS and DS.

WS DS When DH is displayed at the WS side, WS is

E E ’q L g g gg g selected as the calibration target
fosoe move o When DH is displayed at the DS side, DS is

the setting of the selected as the calibration target.

minimum scale
> I
: Select the calibration target.

value when you <]
calibrate WS side.
< > . -,

7ER0 CHEGK‘ Change the display position of .m

DS with WS—DS—WS.

WS v

85858

Fuic. : Interrupt the setting and move the display

of DHto WS side.

r
r
nu
r~

v
Setting of minimum scale

16



4-3-4. Setting of minimum scale value

CCAL
l ENTER
SHIFT

5L AL
El

S|

d - 51_,-' EE Memorized minimum scale

A\ 4 A AKX

d p— ‘ ' t- Minimum scale value used

NTER
HIFT

q It

ENTER
SHIFT

de 5P

To the setting of the maximum indicated value

4-3-5. Setting of the maximum indicated value

dc 5P
ENTER
SHIFT
Twi - Memorized th i
emorized the maximum
"B E’t EEE indicated value
v
) o) (5] [0
WS DomN|| |\ps pow)| | CHECK )| || ZERQ
A
:5:.,-' mn n Il Changed the maximum
D :"_, Ll U '_’ indicated value
Y
ENTER
SHIET
'_'I n H

To the span calibration

17

By pressing the key from DHtwice,
DHB is displayed.

“ %% “ is a minimum scale value memorized now.

Select the minimum scale from 1, 2, 5, and 10.
: Select the minimum scale value

. Interrupt the setting and return to DH

: Memorize the displayed value and proceed to
the next step.

After the setting, press the

key from HE

By pressing the |

(initial value) is displayed.

When the maximum indicated value has already been
changed, the present memorized value is displayed.
Here, please set the maximum indicated value.

: Change the value of the changed digit.

: Select the changed digit.

: Interrupt the changing and return to

CICRL biinkineg

: Memorize the displayed value and proceed to
the next step
After the setting, pushing the




4-3-6. Calibration of Span

b ':' H After the display of H HbH H’:'HH‘ , ‘*H*H*H*H*H

ENTER
SHIFT

“ %%k %% ~ means a memorized load cell output voltage.

Memorized load cell
output voltage

Set the value of mV/V in which the output voltage of the

\ R
L load cell equivalent to the set value as the maximum
3nnn_wv ac ool o
AT R Y s display is subtracted from the output voltage of the load
Y . .
= < 5 = cell equivalent to the set value as zero point.
WS DOEN DS DOMN ZERO CHECK
Load cell output wi) - Change the value of the changed digit.
voltage to be set. A >
N : Select the changing digit.
Eﬂ E B B mv/v FUE) : Interrupt the setting, and return to
Y
ENTER‘ DHE blinking
SHIFT —
— — : Memorize the displayed value, and proceed to
- ,— D the next step

After the setting, press the

«— MM«

To the calibration of ZERO

Error display of span setting
HBD : (“Load cell output voltage of span” — “ Load cell output voltage of zero point”) < 0.2 mV/V,

it blinks for about 2 seconds. (Please refer to “13. error indication”. )

EBD : When the output of load cell exceeds over 3.1 mV/V, it blinks for 2 second.

(Please refer to “13. Error display”. )

18



4-3-7. Calibration of zero

bt E "_ - Make the condition that nothing is put on the
- (]
By pushing the

measurement part.
)
key, E blinks and zero
In the condition that nothing is put adJUStment starts.
on the measurement part, press the After the zero adjustment, DD is displayed.

ENTER
SHIFT

: Inturrupt the setting, and return to

The zero adjustment is started. DH blinking.

After that,

‘ HEH'—'HCI‘ is displayed : Memorize the displayed value, and proceed

to the next step.
End
ENTER
l After the setting, press the key.

To end of calibration

Error display of calibration of zero

BD : When the output from the load cell is =2 mV/V or less, it blinks for about 2 seconds.

(Please refer to “13. Error display”. )

BD : When the output of the load cell is 2 mV/V or more, it blinks for about 2 seconds.

(Please refer to “13. Error display”. )

4-3-8. Calibration end

After the calibration of zero, ..m displays
E M D’ To finish the calibration mode, press the key.

ENTER DHZ displays, and the setting data is

SHIFT memorized in the internal memory.

E Ll- H ! By pressing the key, .m becomes blinking.

[N
Additionally, by pressing the key to go to the
EUNC. measuring condition.
The calibration mode is ended.
AAAAAAAY

CCALE
rvivaYV*

yh

FUNG.

g g B g g Measurement display

19



hd

When the using condition is changed, make the calibration if necessary.

The display resolution that the performance becomes effective is 10 000 or less.

4-4. Calibration procedure of Digital zero and span calibration mode (ACAL calibration mode)

4-4-1. Flow of calibration

Procedure 1 |Connection of load cell

Procedure 2

Procedure 3

Procedure 4

Procedure 5

Procedure 6

Procedure 7

Procedure 8

Procedure 9

Procedure 10

v

Energizing after turning on the
power for 10 min.

4-4—binomial
Change to calibration mode

v

Clause 4-4-3
Selection of calibration target

Clause 4-4-4
Setting of minimum scale value

v

Clause 4-4-5
Setting of the maximum indicated

value

Clause 4-4-6
Calibration of zero

v

Clause 4-4-7
Calibration of span

Clause 4-4-8
Calibration end

v

To six—binomial

Setting of decimal point display]

20

This instrument is connected with the load cell.
To stabilize this instrument and the measurement part
(load cell), it takes energizing condition for about 10 min.

Switch the mode to the calibration mode.

Select the calibration object.

Set the minimum scale value.

Set the maximum indicated value.

Set the output voltage value at zero of the load cell,
and calibrate the zero point.

Set the output voltage value at span of the load cell,
and calibrate the span.

Finish the calibration mode. If necessary, execute the
setting of step 10 and followings.




4—-4-2. Change to calibration mode

Ei Ei B g B) Measuring condition
FUNG
¥AALAAAAF{
< [N ] v
N a"xllNe
4 <
'YYlvvyv ’v
AAAAALA Y
V’-,- ' v
ANz Ny
TYYVYTYY N
} ;
:' ,- ,r
< ACALE
Zryyrvyyvyys
ENTER
l SHIFT

«—|{™

Selection of calibration target

)
H '_ Calibration mode

4—-4-3. Selection of calibration target

WS

DS

A

ALl

g

WS

Please move to the

setting of the minimum

scale value when you
calibrate the WS side.

< >
ZERQ CHECK
DS

g

g

HE | A

r

=

Setting of minimum scale
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By pressing the key, . is blinking

Press the key twice.

The display becomes .mm blinking.
Press the key, here.

HH displays, and it enters into the calibration

mode.

Please select a target of the calibration from WS and DS.

When HH displays at WS side, WS is selected

as the calibration target.

When HH displays at DS side, DS is selected

as the calibration target.

: Select the calibration target
The display position of HH

changes with WS—DS—WS.
: The setting is interrupted and the blinking
of HH moves to WS side.



4-4-4. Setting of minimum scale value

r H ] _
H L l_* By pressing th key twice from HH display,
l Emﬁm DBB is displayed.

5 H L “ %% ” is a minimum scale value being memorized now.
ENTER
SHIFT
v A A
o —
d - " Memorized minimum scale value
Y Y

=~ H = Select the minimum scale value from 1, 2, 5, and 10.

‘VHSIMMN] DS DOBN ..
¥V _aai : Select the minimum scale.

- Lo .
d @ {f Minimum scale value used : Interrupt the setting and return to the

) 'ENTER‘ HH blinking
A : Memorize the displayed value, and proceed

E’ L P to the next step
ENTER
l After the setting, press the

&

L|-

To the setting of the

4-4-5. Setting of the maximum indicated value

— _
d L'_ 5 P By pressing the key from HE display,
l ENTER (initial value) is displayed.
SHIFT
A
Tl q ,-E Memorized the maximum When the maximum display value has been already
(L)L indicated value changed, the maximum display memorized now is
Y .
~ = v displayed.
s pomy|| |\bs poww|| || CHECK| || ZERO
A
b :_n '-, n ’-, Changed the maximum . -
_E:_'_’ Uiy indicated value : Change the value of the changed digit.
Y ENTER : Select the changed digit.
SHIFT
v FUE) - Interrupt the setting and return to the
— M H _ HHbliﬂking-

: Memorize the displayed value, and proceed
to the next step.

To the calibrations of zero

key is pushed.
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4-4-6. Calibration of

Zero

5 n

H

To the span cal

ibration

4-4-7. Calibration of span

5

nH

ENTER
SHIFT

It memorizes it.
Load cell output voltage

L
|
C

-

|

C

~ A

x

L EmV/V

- nH
ENTER
SHIFT
ncirrr
U. LJ U u Memorized load cell output voltage
AN [l v/ <4 >
v ws pom || |\ps oomw|| || ZERQ)|| ||CHECK
Nrrrr
'_ '_’ '_’ L’ '_’ Set load cell output voltage
ENTER
SHIFT

2]

s oom)

\V4
DS DOS

‘ 4
ZERO

CHEGK

It set it.

Load cell output voltage

1

A 4
o\

C3

[N

A 4

ENTER
SHIFT

E

nid

‘-' mV/V

Error display in the setting of span

HBD When (“Load cell output voltage of span” — “Load cell output voltage of zero point™) < 0.2 mV/V,

it blinks for about 2 seconds. (Please refer to “Paragraph 13. Error indication”. )

HBD When the load cell output exceeds over 3.1mV/V, it blinks for about 2 seconds.

(Please refer to “Paragraph 13. Error indication”. )
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By pressing the key in the .E.m display,
is displayed.

“ % k%% ” is a memorized load cell output voltage.
Set the load cell output voltage in mV/V that
corresponds to the zero point.

The setting range is from =1.9999 mV/V to 1.9999 mV/V.

Change the value of the changed digit.

: Select the changed digit.

| : Interrupt the setting and return to the

HH blinking.

Memorize the displayed value, and proceed
to the next step.

key in the DD display,
is displayed.

“x x %% %" is a memorized load cell output voltage.

*

Set the value that add the load cell output voltage that
corresponds to the maximum display value on the value
that corresponds to the zero point in each mV/V

Change the value of the changed digit.

Select the changed digit.
: Interrupt the setting and to return to the
HH blinking.

: Memorize the displayed value and proceed.
I to the next step.

After the setting, press the key.




4-4-8. End of Calibration

.. displays after the end of span calibration.

E M D’ Press the key to end the calibration mode.
ENTER‘ .mm displays, and the setting data is memorized
SHIFT to the inside.

R E L By pressing the key HH bllnks

And by pressing the key, put the condition in the
‘ FUE. measuring mode.
V\A A A'_A ! A" . The calibration mode is ended.
< ALALK
ZYYYYYYYY

FUN]@.

| |
HEHAE

WS
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Please calibrate if necessary when the environment used changes.

The resolution of the display that the performance becomes effective is 10 000 or less.

4-5. Calibration procedure of actual Zero/Span (LCAL calibration mode)

4-5-1. Flow of calibration

Procedure 1

Procedure 2

Procedure 3

Procedure 4

Procedure 5

Procedure 6

Procedure 7

Procedure 8

Procedure 9

Procedure 10

Procedure 11

Connection of load cell

A 4

Energizing after power supply is
turned on for ten minutes

v

4-5-binomial
Change to calibration mode

v

Clause 4-5-3
Selection of calibration target

v

Clause 4-5-4
Setting of the minimum scale value

v

Clause 4-5-5
Setting of the maximum display value

y

Clause 4-5-6
Setting of weight

v

Clause 4-5-7
Calibrations of zero

y

Clause 4-5-8
Calibration of span

\4

Clause 4-5-9
End of calibration

A

To six—binomial

Setting of displayed decimal point
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Connect this instrument with the load cell.

To stabilize this instrument and the measurement part
(load cell), it takes energizing condition for about 10 min.

Please switch the mode to the calibration mode.

Please select a target of the calibration.

Please set the minimum scale value.

Please set the maximum indicated value.

Set the value of the weight put on the measurement part.

Make the condition that nothing is put on the

measurement part, and calibrate the zero point.

Make the condition to put the weight on the
measurement part, and calibrate the span.

Finish the calibration mode. Please proceed the setting
Since step 10 or after if necessary.



4-5-2. Change to calibration mode

g g Bg g Meassuring condition
i FUNC. ] r
N, A AaRAid dg By pressing the key, displays blinking.
9 F V1
A Nk
7y YYyvyy Y A
V‘ A .
YN TV 05 00 Press the key three times.
U=
NN xiNe
ZYyryyvyvyy =

AAAAA L4y =

<ACALF
LAl L |2
YYY[VYTYYY 2 becomes a blinking display.
aAaNAidy &= Press the key, here.
v e
‘1 "_ E ’q "_ r Calibration mode
Zryyryvvyit
l .m displays, and enters into the calibration
|\ H | mode.
[y L
ENTER
SHIFT
To the selection of calibration target
4-5-3. Selection to be proofread
WS DS Select the calibration target from WS and DS.

|1 \r H | EEBHE When .m is displayed at the WS side, WS is

L L selected as the calibration target.

In the case of When .m is displayed at the DS side, DS is

calibrating the selected as the calibration target.
WS mode, move

to the setting of

minimum scale. ZER@‘ @HEDGK ﬁ : Select the calibration target.
Change the display position of .m
WS v DS with WS—DS—WS.

: Interrupt the setting and move the blinking
of .m is moved to WS side.

85858

»

r~
r
0
r-

>

v

Setting of minimum scale value
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4-5-4. Setting of minimum scale value

|\ H |
L [
ENTER
SHIFT
\ 4
5L AL
L L
ENTER
SHIFT
\ 4 A A X_
=1 T erorized min
u L emorized minimum scale value
A v
A \V/
s DomN DS DoRN
V L4414
d -] f.: Minimum scale value used
r—y—
ENTER
SHIFT
\ 4

To the setting of the maximum display value

4-5-5. Setting of the maximum indicated value

de 5P
l ENTER
SHIFT

'_, F ,A_i !Vlelmorized the maximum

"u ‘_" E‘:‘E indicated value
| B

HO000 s
| =
LoAd

To the setting of the

27

By pressing the key twice from .E
DHB is displayed.

“ is a minimum scale value being memorized now.

Select the minimum scale value from 1, 2, 5, and 10.
Select the minimum scale value.

: Interrupt the setting and return to
blinking of .m

2| - Memorize the displayed value, and proceed

to the next step.

Ef

key from the H display

By pressing the [m

(initial value) is displayed.

When the maximum indicated value has already been
changed, the present memorized value is displayed.
Here, please set the maximum indicated value.

:
>

Change the value of the changed digit

| & |
ws o
<

Select the changed digit.

: Interrupt the setting and return to

.m blinking.

: Memorize the displayed value, and proceed
to the next step.

After the setting, press the



4-5-6. Setting of mass of weight

ENTER
SHIFT

-EF

Dy

|

To the calibrations of zero

4-5-7. Calibration of

Zero

Dy

cIF

Press the
the condition that
nothing is put on the
measurement part.

Under adjusting zero

v

{ |-

i ENTER
El
whhddAidiy

EFoE

ZYYYYYYYY

The zero point adjustment is
begun.

After the adjustment,

.mm disnlavs.

5

PHA

To the calibration of span calibration

!

Error display for the setting of zero.

BD: When the output of the load cell is less than =2 mV/V, it blinks for about 2 second.

(Please refer to the paragraph 13. “Error indication”. )

BD : When the output of the load cell exceeds over 2 mV/V, it blinks for about 2 second.

(Please refer to the paragraph 13. “Error indication”. )

) -—
LoAd
ENTER
SHIFT
\4 a_
5 B B SL’I} Weight value for the maximum
l Lo W <] >
s Dot [os oow)| || ZERQ)| || CHECK]
Ennm&_
'_, '_, L,:U L. Weight value put on

By pressing the sw key from HB display,
. is displayed.

" skkk% ~ is a value of the maximum indicated value.
Here, set the weight of mass actually put on the.
measurement part.

Make the setting as same as the maximum indicated
value when there is a weight for the maximum indicated

: Change the value of the changed digit.

: Select the changed digit.

: Interrupt the setting and return to the

lﬁ display.

: Memorize the displayed value, and proceed

to the next step.

Please make the condition that nothing is put on the
measurement part.

Press the [sim .

E blinks, and begins the zero point
adjustment.

After completing the zero adjustment, .Em is
displayed.

FURe) - Interrupt the settng, and returns to the

display of .m

: Memorize the displayed value, and proceed
to the next step.

ser)| key.

After the setting, press the
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4-5-8. Calibration of span

5F

A

n

Press the [HIfT]key in
the condition that the
weight was put on the
measurement part.

Under calibrating span. v

ENTER

SHIFT

5P

ENTER

SHIFT

E

N

d

Error display for span calibration

HBD (“Load cell output voltage of span” — “Load cell output voltage of zero point”) < 0.2 mV/V
It blinks for about 2 second. (Please refer to the paragraph 13. “Error indication”. )

BBD When the load cell output exceed over 3.1 mV/V, it blinks for about 2 second.

(Please refer to the paragraph 13. “Error indication”. )
4-5-9. End of calibration

E

N

d

ENTER

SHIFT

r~

=«

=

I

IR [ b | S

Measuring condition

Set the mass equivalent to the weight set in the
paragraph 4-5-6. on the measuring part.

Press the .
.ﬁm display blinks, and the span adjustment is

begun.
After completing the span adjustment, DD
displays.

: Interrupt the setting, and returns to

.ﬁ display.

: Memorize the displayed value, and proceed
to the next step

|
After the setting, press the [suer

After completing the span calibration, ..m

is displayed.

To end the calibration mode, press the sm key.

It becomes a .m display, and memorize the

data into the inside memory.

By pressing the key, blinking of .m moved

to the WS side. Additionally, press the key, and put
the condition into the measuring mode.
The calibration mode is ended.
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hd

— Please calibrate if necessary when the environment used changes.
— The display resolution that the performance becomes effective is 10 000 or less.

4-6. Calibration procedure of digital span calibration mode (SPAN2 calibration mode)

hd

In the calibration procedure, there is a possibility of causing the difference with the indicated value of the target load by the impact and the

vibration, etc. When a measurement with a good accuracy is required, that stops measuring and calibrates again is recommended.

4-6-1. Flow of calibration

Procedure 1 Connection of load cell Connect this instrument with the load cell.
\ 4
Procedure 2  |Energizing after turning on the power To stabilize this instrument and the measurement part
supply for ten minutes (load cell), it takes energizing condition for about 10 min.
Procedure 3  [+-6-binomial Please switch the mode to the calibration mode.

Change to calibration mode

v

Procedure 4  |Clause 4-6-3 Please select the target of the calibration.
Selection to be proofread

v

Procedure 5  |Clause 4-6-4 Please set the actual load value.
Setting of real load

\ 4 ) . )
Procedure 6 Clause 4-6-5 The calibration mode is ended.

Calibration end Please set since procedure 7 or after if necessary.

Procedure 7 [sioinomial
Set the display position for decimal point
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4—6-2. Change to calibration mode

gHHHE s

wAhaAdiddy
19 V1T
2 F '_, n '_ r - It pushes six times.

A
2Yyryviv s
i

Ds DOWN

wAALAAUAdLg

S FPHAC

’viyfvyv‘

5P

Calibration mode

SHIFT

nc

«— 30

To the selection of calibration target

4—6-3. Selection to be proofread

WS DS

5P AN HEEHE

Please move to
the setting of the
maximum
indicated value 3 ‘ S

when you will ZER0)| |[cHEcK
calibrate WS side.

WS DS

dEHAH 5P HNC

v
To the setting of a actual load

31

By pressing the key, the display of .

blinks.

Press the key six times.
ﬁm becomes a blinking display.
Press the key, here.

HH displays, and it enters into the calibration

mode.

Select the calibration target from WS and DS.

When HH is displayed at the WS side, WS is

selected as the calibration target.

When HH is displayed at the DS side, DS is

selected as the calibration target.

: The calibration object is selected.
Change the display position of HH

with WS—DS—WS.
: Interrupt the setting, and the blinking of
HH is moved to WS side.

Press the key in the display of HH
Display becomes . B
: Interrupt the setting, and move the

blinking of EH to the WS side.



4-6-4. Setting of actual weight

Ex. : When you have calibrated the maximum indicated value by 10 000, it is an operation example to
display as “5 000” when the display is “5 050” with the actual weight of 5 000 or equivalent.
The setting of load cell output (mV/V) the maximum weight changes if this calibration is executed.
In the case that the setting of the maximum load cell output(mV/V) is 2.000, the load cell output
(mV/V) becomes 2.0200.

Press the [sim| key at the display of HH
l Egﬁi The display becomes a HB

FUKG) - Interrupt the setting, and move the blinking display of

LoHd =
EEE? Press the key from the display of HB the present

load is displayed.

In the calibration of WS side, the present load appears at the
display of WS (upper part) or ADD (lower side).

In the calibration of DS side, the present load appears at the
display of DS (upper part) or DIFF(lower side).

C3l[C3
fc3ca

5
5

Press the[sim) key.

(
A

The digit of a minimum indicated value of upside display panel

=

becomes blinking.

At this time, the lower display changes according to the changes
of the present load, but the upper display doesn”t change.

C3
LA U LA LN
LN
|

1B

ssom| Set the “Value to change the display of the present load” in the
upper display part.

DS DOSJJ || CHECK

: Select the changed digit.

: Change the value of the changed digit.

m -<E3>

C3
L L

«— M« 3 CJ«—C3| C3

1}
1
r
[M]

: Interrupt the setting, and move to the blinking display of

Egﬁi HH at the WS side.
nd

Press the sw key. The setting is temporarily registered internally,

and move to the blinking display of ..E

To completing the calibration

hd

A revokable indicated value in this calibration is £10% of the load value now at the time of be displayed. ” E ’— - E “ is displayed for
about two seconds when changing exceeding this and it returns to the indicated value immediately before.

Display of span calibration error

HBD In ("Load cell output voltage of span” — “Load cell output voltage of zero point”) < 0.2 mV/V,
It blinks for about two seconds. (Please refer to “13. Error display”. )
HB When the load cell output exceeds over 3.1 mV/V, it blinks for about two seconds.
(Please refer to “13. Error display”. )
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4—6-5. End of calibration

nd

ENTER

SHIFT

«— | J«—mM

ZYYTYYYY

|

g

=

B

HH

Condition of

33

..E is displayed after the set of the maximum

display value.

Press the key to finish the calibration mode.

HH becomes a display, and the set data is

memorized in the internal memory.

By pressing the key, HH displays blinking.

Next, press the key, and put the condition into the
Measuring mode.
The calibration mode is ended.



4-7. Fine adjustment of ZERO
4-7-1. Change to ZERO fine control mode

[gi H By pressing the key, . is displayed.

<N

[FUNC.
AiAAdid
F )/ ] .
L P Press the [ key at 4 times.
4 Y v M v «— It pushes four =
o5 oom| E displays blinking, and press the key.
A ‘-‘ 4 GJ’ 0 fine control mode
-EF a{f
YYTYVYLY The display becomes E and it enters into

E
=E
=

3

=-"is the zero adjustment mode.

‘r
D

—mSmisSc

To selection of calibration target

4-7-2. Selection to be proofread
Select the calibration target from WS and DS.

WS DS
7 g g g g When the Eis displayed at the WS side, WS

Ly side, WS is selected as a calibration target.

Press the > ‘ When the Eis displayed at the DS side, DS

when you will CHECK . . .
proceed the ZERO is selected as a calibration target..

:iadlieb.ration of WS : Select the calibration target
Change the display position of E

D
ws h 4 S with WS—DS—WS.

Ei B B B B: ] : Interrupt the setting and move the blinking
ENTER of E is moved to WS side.

SHIFT

X
M
-r
D

v
To ZERO fine adjustment
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4-7-3. Fine adjustment of ZERO

l ‘ ENTER

By pressing the : key from E
is displayed.

“ %% %% means a present measuring value.
Set the display to zero after the condition that nothing

Dy

L]

>
=

olilmlls - -
:' L’ = is put on the measuring part.
Y=
< ‘ >
ZERQ)| ||CHECK : Decrease the measuring value for 10 digits
A v
s pom| Hm Do : Increase the measuring value for 10 digits.
\ 4 A
:ﬂ: : Inclease the measuring value for 1 digit.
M : Decrease the measuring value for 1 digit.
ENTER
’%HFT‘ : Interrupt the setting and return to the
= blinking of E .
& N D’ :The displayed value is memorized, and it
e proceeds to the next step.
v Ll Press the [sirr key after the zero fine adjustment.
- E ,'— (] ..m is displayed.
EN
l Press the key to finish the fine adjustment of ZERO.
FUNC.
“““ ’ It becomes a E display, and the set data is

memorized into the internal memory

When the key is pressed, the display of E

'Y'YVYY‘ becomes blinking display.

FUNE. By pressing the key, set the condition into the

measurring mode.

g E g g g The fine adjustment of ZERO is completed.

I
MM
T
D

Error display of ZERO calibration

BD : When the load cell output is —2.0 mV/V or less, it blinks for about 2 seconds.

(Please refer to “13. Error display”. )

BD : When the load cell output is 2.0 mV/V or more, it blinks for about 2 seconds.

(Please refer to “13. Error display”. )
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4-8. Fine adjustment of SPAN
4-8-1. Change to SPAN fine adjustment mode

B B Bg’ﬂ State of measurement
l Press the key, and display becomes . )
4 Ay

AAAAA
F )1 Press the key five times.
unrno
YYryyy _

l ﬁ‘ Fpress five times The indication becomes .Em blinking, and

AAAAAL
‘b P H‘ Fine adjustment mode of SPAN  press the key.
N

\ Al
YYYYVYY ENTER The indication becomes .ﬁm and enters into
SHIFT The SPAN fine adjustment mode.

5PHAA

Selection of calibration target

4-8-2. Selection of calibration target
Select the calibration target from WS and DS.

WS DS When the .ﬁm is displayed at WS side, WS is

5 P H n g g B g g selected as the calibration target.
HTER When the .mm is displayed at WS side, WS is

Ei
Press the gl key
in case of proceeding selected as the calibration target.

the calibration of WS
side as it is.

ENTER > : Select the calibration target

SHIFT) - |(CHECK] Change the position .ﬁm with

WS \4 DS
WS—DS—WS.

ﬂ B B’ 572 B’ 5 ’U ,q N Fic. - Interrupt the setting, and move the
blinking of .ﬁm to WS side.

Fine adjustment of SPAN

36



4-8-3. Fine adjustment of SPAN

5

Fl

An

ENTER
SHIFT

wAALAAL A

|

r

[N

1

[N

0.5

ZYYYYyYvyy

¥LLLAAAAA

<
ZERO

A
WS DOM

[
l

0

0

0.0

2YYTYYTYY

ENTER
SHIFT

E

nid

A\

ENTER
SHIFT

5

P

An

‘ FUNG.

AbAAAALAY

5

FT

An

TYVY

v

AhS

H

H

H

HH

Error display of SPAN calibration

By pressing the key from .ﬁm ,
- is displayed.

“ k%% %% means a present measuring value.

Put the weight that can be put on measuring part
below the maximum indicated value.

Adjust the indicated value as same as the weight put
on the measuring part.

: Decrease the measuring value for 10 digits

@kx] : Increase the measuring value for 10 digits.

: Increase the measuring value for 1 digit

: Decrease the measuring value for 1 digit.

: Interrupt the setting and return to the

blinking of .ﬁm .

s : The displayed value is memorized, and it
proceeds to the next step.
ENTER
Press the key after the SPAN adjustment.
| Eln

m is displayed.
Press the [s1m] key to finish the fine adjustment of SPAN.

It becomes a .ﬁm display, and set data is

memorized into the internal memory.

When the key is pressed, the display of .ﬁm

becomes blinking display.

By pressing the key, set the condition into the
Measuring mode.

The fine adjustment of SPAN is completed.

ﬁ:. When (“Load cell output voltage of SPAN” - “Load cell output voltage of zero point”) < 0.2 mV/V

it blinks for about 2 second. (Please refer to “13. Error display”. )

BB When the load cell output exceeds for 3.1 mV/V or more, it blinks for about 2 second.

(Please refer to “13. Error display”. )



4-9. Calibration only of ZERO point

4-9-1. Change of calibration mode only of zero point

Measuring
g U 0 1| condition

TYYYYVYYY
\V4

whhaddidy

< MAFEF
’rynlyvﬁ

SHIFT

[ HFE

Calibration mode only of zero point

4-9-2. Selection of calibration target
WS DS

[AFIE| HHAEHE

ETER
Press the key
in case of
proceeding the
calibration of WS ‘ < ‘ > ‘
side as it is. ZERO|  ||CHECK
WS v DS
HEHEH | IFRIFE
ENTER
g SHIET
v

To the calibration only

It pushes seven times.

38

Press the key, then . is displayed.

Press the key seven times.

The indication becomes H blinking, and
press the key.

The indication becomes H and enters into

the calibration mode only for ZERO point.

Select the calibration target from WS and DS.

When the | [ |HIFIE] is displayed at WS side, WS is

selected as the calibration target.

When the H is displayed at DS side, DS is

selected as the calibration target.

: Select the calibration target

Change the position of H with

WS—DS—WS.

ZERD

FUiC. : Interrupt the setting, and move the

blinking of H to WS side.



4-9-3. Calibration only of ZERO point

— — By pressing the key from H
: E ’- D E is displayed..

l imﬁ Here, set the condition that nothing is put on measuring
AAVAALILZ part except the tare weight.
4: : E ,'- D :* Press the key, then the display of E
rYyrvy 'l blinks, and the ZERO point calibration is started.
Egﬁ .. is displayed upon completing the ZERO

d Point calibration.

N When the key is pressed in the display of ..M
l igﬁ the setting is interrupted and Hbecomes

M

r blinking.
Press the key [ssr|to finish the calibration mode only for
AU ZERO point.
) r
ok YAidy The display becomes H and the set data

:' r R E,» is memorized in the internal memory
A, V’Y YYY T '\‘ By pressing the key, H becomes blinking.

I FUNC. Move to the measuring condition by pressing the key.
g E g g B The calibration mode only for the ZERO point is finished.

Error display for ZERO calibration

BD: When the load cell output is =2.0 mV/V or less, it blinks for about 2 seconds.

(Please refer to “13. Error display”. )

BD: When the load cell output is 2.0 mV/V or more, it blinks for about 2 seconds.

(Please refer to “13. error indication”. )

4-10. Calibration LOCK

The change in the calibration function can be prohibited by the setting with software. If F-97 is set
effectively, calibration LOCK becomes effective.

hd

= ”('J.::Ii'gation LOCK doesn'tenter “ [ [ H 1 .~ RCARL-“LCARL"" _: E F E”. “"YPRAYT FREE" andthe

A~ mode when it is effective.
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5. Function mode
Various functions become effective because of the setting of the function data.

5—-1. Method of setting function mode

Measuring condition Pressing the key, . becomes blinking,

l and it enters into the selection mode.
FUNC. ENTER ] r
A AATAA 1 ZZ Additionally, pressing the key, . is
Jv F U pu E ,» displayed, and enters into the function mode.
A A Selection mode
fif n
ZrYyryviyy By pressing the key, DB is displayed.
l EHEE Select the function number that you want to change.
)/ r
F e : Change the value of digit to be changed.

zr0) : Select the digit to be changed.

; i Ic %) . Return to . blinking.
(]

[#rF1) : Memorize the value displayed, and proceed
to the next step.

M
|

TY

Al VHQ‘ >

WS DOMN|| | DS DoB fﬁ{@ GHEGK
A4 2
F rt L{ Press the
LR Set the value of function number selected.

A
SHIFT
Y

s S
(&) < >
|rs pomw|| b vom| || ZERO|| ||cHECK Press the(s
A
X

|ZERQ)| ([ CHECK] key.
It The set content is registered, and display panel displays
L IF the registered function number.
ENTER? Select the function number when you change the setting
SHIFT of other function numbers.
F m] L{ Registration After completing the registration, display becomes
- completion ] r
U P . blinking by pressing the key.
l FUEG. Here, by pressing the key, it returns to the measuring
y“““‘*g mode.
< |/ rr.
SrunLy
ZyYyvyyvywe

E E B g E Measurement display
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5-2.

Function of function data

Item Function number Set point Content
00000
Effective range of ZERO set F-00 to 00100 | UniE:%FS. ,
£00100 Set the effective range of ZERO operation
* 00000 No decimal point.
) . 00001 1234.5
::::1::’20‘:::°5't'°” of F-0f 00002 12345
00003 12.345
00004 1.2345
00000 4 times/s
A/D sampling frequency F-02 00001 20 times/s
* 00002 100 times/s
) 00000 4 times/s
Display frequency F-03 -
* 00001 20 times/s
00000 OFF
00001 2 times of moving average frequency
00002 4 times of moving average frequency
o ) * 00003 8 times of moving average frequency
Set of digital filter F-04 - -
00004 16 times of moving average frequency
00005 32 times of moving average frequency
00006 64 times of moving average frequency
00007 128 times of moving average frequency
DS-WS-DOWN operation F-05 * 00000 It depends on the front panel key operation.
input selection 00001 It depends on the external control signal.
Setting of keylock 0 : Unlocking
1: Lock
10° digits : i key
10" digits :
00000 102 digits :
F-06 to 11111 10° digits :
*00000 10* digits :
— When the key is locked, by pressing the
key together with the key for 3 seconds
or more, The lock of the key is released
only once
00000 OFF
00001 2 times of stabilization filter
* 00002 4 times of stabilization filter
Setting of digital filter for F-07 00003 8 times of stabilization filter
stabilization filter 00004 16 times of stabilization filter
00005 32 times of stabilization filter
00006 64 times of stabilization filter
00007 128 times of stabilization filter
Setting of time width for 00000 Unit : 10 ms
stabilization filter F-08 to 00999 00 : Stabilization filter OFF
* 00020
Setting of width of data for F-09 t:(())(())g(s))Q Unit: 1D
stabilization filter * 00100 00000 : Stabilization filter OFF

% : Default setting
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Item

Function number

Set point

Content

Set of analog output target
Output 1 to output 4

01111
to 04444
* 04321

: WS

:DS

: ADD

4 : DIFF

10° digits : Output 1
10" digits : Output 2
102 digits : Output 3
10° digits : Output 4

w N =

Set of analog output target
Output 5 to output 8

01111
to 04444
* 04321

1:WS
2:DS
3:ADD

4 : DIFF
10° digits :
10" digits :
102 digits : Output 7

10° digits : Output 8

— It becomes effective when the optional
analog output board is mounted.

Output 5
Output 6

Set of analog output target
Output 9 to output 12

01111
to 04444
* 04321

1:WS
2:DS
3:ADD

4 : DIFF
10° digits :
10" digits :
10? digits : Output 11

10° digits : Output 12

— It becomes effective when the optional
analog output board is mounted

Output 9
Output 10

Set of analog output type
Output 1 to output 4

00000
to 06666
* 00000

:0Vto10V
:0VtobV
:0VtolV
:-10Vto 10V
:=5Vtob5V
:=1VtolV

6 :4 mA to 20 mA
10° digits : Output 1
10" digits : Output 2
10? digits : Output 3
10° digits : Output 4

G~ WD =0

Set of analog output type
Output 5 to output 8

00000
to 06666
* 00000

0:0VtolOV
:0VtobV
:0Vtol1V

=10 Vto 10V
:=5VtobV
:=1VtolV

6 : 4 mA to 20 mA

10° digits : Output 5

10" digits : Output 6

102 digits : Output 7

10° digits : Output 8

— It becomes effective when the optional
analog output is mounted.

gl W N =

* Default setting
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Item Function number Set point Content
0:0VtolOV
1:0Vtob5V
2:0VtolV
3:-10Vto 10V
4:-5VtobV
Set of analog output type 00000 >:-1ViolV
Output 9 to output 12 F-15 to 06666 6:4 mA to 20 mA
* 00000 10° digits : Output 9
10' digits : Output 10
10? digits : Output 11
10° digits : Output 12
— It becomes effective when the optional
analog output is mounted.
Set of ADD DIFF display F-18 * 00000 ADD/DIFF displays in the measuring mode.
Effective or invalid 00001 No ADD/DIFF displays in the measuring mode.
. Unit : %F.S.
and WS % 00100 of th1|3 setting |s. appllec.i to th.e display .(Out'put)
against the maximum display in the calibration.
Set of display value when the -19999
analog output 1 is the F-20 to 99999 Indicated value
minimum output. * 00000
Set of display value when the -19999
analog output 1 is the F-21 to 99999 Indicated value
maximum output - 02000
Set of display value when the -19999
analog output 2 is the F-22 to 99999 Indicated value
minimum output. * 00000
Set of display value when the -19999
analog output 2 is the F-23 to 99999 Indicated value
maximum output * 02000
Set of display value when the -19999
analog output 3 is the F-24 to 99999 Indicated value
minimum output. * 00000
Set of display value when the -19999
analog output 3 is the F-25 to 99999 Indicated value
maximum output * 02000
Set of display value when the -19999
analog output 4 is the F-26 to 99999 Indicated value
minimum output. - 00000
Set of display value when the -19999
analog output 4 is the F-27 to 99999 Indicated value
maximum output * 02000
Set of display value when the -19999 Indicated value
analog output 5 is the F-28 to 99999 — When the ana'log output s.ubstrate of another
. goods for sale is mounted, it becomes
minimum output. * 00000 .
effective.
Set of display value when the -19999 Indicated value
analog output 5 is the F-29 to 99999 — It becomes effective when the optional
maximum output * 02000 analog output board is mounted
Set of display value when the -19999 Indicated value
analog output 6 is the F-30 to 99999 — It becomes effective when the optional
minimum output. * 00000 analog output board is mounted
Set of display value when the -19999 Indicated value
analog output 6 is the F-31 to 99999 — It becomes effective when the optional
maximum output - 02000 analog output board is mounted

* Default setting
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Item Function number Set point Content
Set of display value when the -19999 Indicated value
analog output 7 is the F-32 to 99999 — It becomes effective when the optional
minimum output. * 00000 analog output board is mounted
Set of display value when the -19999 Indicated value
analog output 7 is the F-33 to 99999 — It becomes effective when the optional
maximum output * 02000 analog output board is mounted
Set of display value when the -19999 Indicated value
analog output 8 is the F-34 to 99999 — It becomes effective when the optional
minimum output. * 00000 analog output board is mounted
Set of display value when the -19999 Indicated value
analog output 8 is the F-35 to 99999 — It becomes effective when the optional
maximum output * 02000 analog output board is mounted
Set of display value when the -19999 Indicated value
analog output 9 is the F-36 to 99999 — It becomes effective when the optional
minimum output. * 00000 analog output board is mounted
Set of display value when the -19999 Indicated value
analog output 9 is the F-37 to 99999 — It becomes effective when the optional
maximum output * 02000 analog output board is mounted
Set of display value when the -19999 Indicated value
analog output 10 is the F-38 to 99999 — It becomes effective when the optional
minimum output. * 00000 analog output board is mounted
Set of display value when the -19999 Indicated value
analog output 10 is the F-39 to 99999 — It becomes effective when the optional
maximum output * 02000 analog output board is mounted
Set of display value when the -19999 Indicated value
analog output 11 is the F-40 to 99999 — It becomes effective when the optional
minimum output. * 00000 analog output board is mounted
Set of display value when the -19999 Indicated value
analog output 11 is the F-41 to 99999 — It becomes effective when the optional
maximum output * 02000 analog output board is mounted
Set of display value when the -19999 Indicated value
analog output 12 is the F-42 to 99999 — It becomes effective when the optional
minimum output. * 00000 analog output board is mounted
Set of display value when the -19999 Indicated value
analog output 12 is the F-43 to 99999 — It becomes effective when the optional
maximum output * 02000 analog output board is mounted
Set of bridge power supply F-a4 * 00000 10V
voltage 00001 25V
0.0000 Unit : mV/V
Set of WS check value F-50 to 3.0000 At the CHECK ON, the check value set to WS
- 0.0000 is output.
0.0000 Unit: MV/V
Set of DS check value F-51 to 3.0000 At the CHECK ON, the check value set to DS
* 0.0000 is output.
Coefficient set value for WS F-60 t:.;_gggg T‘he value in which this set coefficient is put is
displayed as WS at F-64=00001.
*1.0000
0.1000 . . . - . .
Coefficient set value for DS F-61 to 9.9999 Zizzl;ljleudeal: \Il)vgljl ;TZSS:SOB%TFICIent o putie
*1.0000
. 0.1000 . . . - . .
Coefficient set value for F—62 to 9.9999 T.he value in which this set coefficient is put is
ADD 1.0000 displayed as ADD at F-66=00001.
- 0.1000 . . . - . .
Coefficient set value for F-63 to 9.9999 The value in which this set coefficient is put is
DIFF +1.0000 displayed as DIFF at F-67=00001.

* Default setting
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Item Function number Set point Content

Coefficient invalid/effective 64 * 00000 Invalid : Coefficient is 1.0000 during invalid.

switch for WS 00001 Effective

Coefficient invalid/effective F65 * 00000 Invalid : Coefficient is 1.0000 during invalid.

switch for DS 00001 Effective

Coefficient invalid/effective 66 * 00000 Invalid : Coefficient is 1.0000 during invalid.

switch for ADD 00001 Effective

Coefficient invalid/effective 67 * 00000 Invalid : Coefficient is 1.0000 during invalid.

switch for DIFF 00001 Effective

DS calibration data

(for reference) F-85 * 00001

Minimum scale value

DS calibration data

(for reference) F-86 * 02000

The maximum indicated value

DS calibration data

(for reference) F-87 * 02000

Weight value

DS calibration data

(for reference) F-88 * 0.0000

0mV/V value

DS calibration data

(for reference) F-89 * 0.3000

Span mV/V value

WS calibration data

(for reference) F-90 * 00001

Minimum scale value

WS calibration data

(for reference) F-91 * 02000

The maximum indicated value

WS calibration data

(for reference) F-92 * 02000

Weight value

WS calibration data

(for reference) F-93 * 0.0000

0mV/V value

WS calibration data

(for reference) F-94 * 0.3000

Span mV/V value

Permission/prohibition F-97 00001 Permission

setting of calibration * 00000 Prohibition

ZERO clear F-o8 The data zero corrections by zero set function
is canceled.
Th f the f i i

Memory clear F-99 e content of the function set is returned to

the setting of default.

* Default setting
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5-3. C function mode

It is used to refer to the data used in H function mode.

Please record all C function data after executing the various calibrations and the fine adjustment of analog

output

Measuring condition

FUNC.

LAV A U

<FUnlC

ENTER

SHIFT

"TYY“

FUnl

. .
A>Select|on mode

L
l ]
(ZER0)

CHECK

J
e

r

=

Yvy

ZERO

|os oos

F
F_
F

M
|

-

2

1

T

T

ENTER

SHIFT
A

1

YYY

Y

ENTER

SHIFT

r

Fl-Od

Reference
completion

Measuring display
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Pressing the | key, .... becomes blinking,

and it enters into the selection mode.

IENITEIR
Pressing the key, ..... displays, and it

enters into the function mode.
Pressing the key and the ey in .....

display, the display becomes | . .

Pressing the key, B displays.

Select C function number that wants to refer.

: Change the value of the referred digit.

: Select the referred digit.
: Returns to . blinking display.

: Proceeds to the next step.

ENTER

Press the [srr key. As selected C function number is
displayed, please refer and record it.

Press the key. The set vallue of registered C function
Number is displayed.

When you change the setting of other function number
select the C function number.

Pressing the key after completing, . is

displayed blinking.

Here, pressing the key, it returns to the measuring
mode.



6. Various functions by function data

6—1. Effective range of ZERO set

hd

The load ratio to permit the execution of ZERO set by setting function F-00 is decided.

Ei
By pressing the key together with the key at the same time when the input of both DS and WS is

within the ratio set by this setting, or external control input of ZERO, the display of both DS and WS is
assumed to be ZERO.

rn
When it is outside predetermined data, =. is displayed for a few second and ZERO set is not

executed.

It is likely to be able to take it more than zero adjustable range (1.9 mV/V) in the specification by combining the maximum indicated value

setting and the setting for effective range of ZERO set. Moreover, ZERO set is not executed when the coefficient of the output is changed with
F-60 and F—61, and when the load is “OL” display

6-2.

6-3.

6-4.

6-5.

Setting of decimal point display position

The decimal point display position is selected by setting function F-01.

The position of the decimal point can be selected from “No need” and “1234.5”, “123.45", “12.345", and
“1.2345".

Default has selected as “No need”.

A/D sampling frequency

The sampling frequency in one second of A/D is set by setting function F-02.

v

The A/D sampling frequency can be selected from “4 times/s”, “20 times/s”, and “100 times/s”.
Default has selected “100 times/s”.

Display frequency

The display frequency is selected by setting function F-03.

The display frequency can be selected from “4 times/s” and “20 times/s”.

Default has selected “20 times/s”.

Digital filter

The digital filter function stabilizes data into which A/D is converted by the moving average processing.
The moving average frequency is selected by setting function F-04.

The moving average frequency can be selected from “OFF” and “2 times”, “4 times”, “8 times”, “16 times”,
“32 times”, “64 times”, and 128 times”. Default has selected 8 times”.

The tendency to the characteristic by moving average is shown in the table below.

Moving average frequency Slow High
Noise performance Sharp Stable
Speed of response Fast Slow.
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6—6. Selection of operational input for DS/WS DOWN

The operation for set of DS/WS DOWN is selected in function F-05 setting and whether it depends on key
input or it depends on the external control input is selected.

Default is “Key operation at front panel ”

6-6—1. DS/WS DOWN function.
It is not possible to operate, and ADD and DIFF become “OL” or “~OL”, too, when entering condition
(OL,-OL) that two input WS and DS cannot be measured.
When one is normal in the input of DS and WS, the function to give the state to be able to operate ADD
and DIFF is DS DOWN, and WS DOWN by that input being substituted for another input that was not able
to measure the input.
In the condition that WS input is normal and DS input is bad, please set the condition of DS DOWN to DS.
Additionally, In the condition that both WS input and DS input are bad, please set the condition of DS and
WS DOWN. Moreover, in the condition that DS input is normal and WS input is bad, set the condition of
WS DOWN to WS.
When both DS input and WS input is wrong, by setting the condition of DS DOWN and WS DOWN, the
operation of ADD and DIFF can be executed by fixing and displaying the value to WS and DS in which
function F-19 predetermined rate against the maximum load in the calibration is put
The method of setting the state of DS DOWN and WS DOWN includes the method by the front panel key

operation and the method by the external control input.

6—6—2. Method of selecting operation input of DS DOWN and WS DOWN

(1) Function F-05 : ”00000”
The condition of DS DOWN and WS DOWN is decided by key input.

Press the % key for 2 second or more together with the key at the same time
: Change to ight on and off the DS DOWN LED

Press the [wmjkey for 2 second or more together with the [siFi|key at the same time

: Change to ight on and off the WS DOWN LED

Ld

|The condition is protected to memorize the condition of DS DOWN LED and WS DOWN LED in EEPROM

(2) Function F-05 : “00001”
The condition is decided in external control input DS DOWN, WS DOWN, and DS & WS DOWN.

Input status of external DS DOWN LED WS DOWN LED
control
OFF OFF -
DS DOWN  |rmmmmmmmmmmmmmmmmmm oo oo oo oo oo oo oo
ON ON -
OFF - OFF
WS DOWN  pmmmmmmmmmmm oo s o e e o o oo e m o
ON - ON
OFF - -
DS&WS DOWN  [mm-mmmmmmmmmmmmmmmmm oo m oo oo oo oo oo oo oo
ON ON ON
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6-6-3. Operation by the condition of DS DOWN LED and WS DOWN LED.

DS DOWN LED | WS DOWN LED | Selection input
OFF - DS input
DS | ON OFF | WS DUt
DS (the maximum indicated value in calibration)
ON ON . .
X Setting of function F-19
- OFF WS input
ws | OFF 1 ON [ BSimeut
ON ON WS (the maximum indicated value in calibration)

X Setting of function F-19

Ld

|The input target of the value displayed in WS/DS by the condition of DS DOWN LED and WS DOWN LED is decided.

6-7. Key lock

The key operation that various settings and the calibration values are carelessly changed can be prohibited
by setting function F-06. Each key switch is prohibited to the key selected by function F-06. Therefore,

please select a necessary key lock object by function F-06.
Default is “All key lock OFF. ”

6-8.

Stabilization filter facility is a function that starts being strong as for the digital filter when the width of the

Stabilization filter

change of the measurement display is constant, and the state continues longer than the fixed time.

6-8-1. Stabilization filter setting

The moving average frequency for the stabilization filter is selected by setting of function F-07.

The moving average frequency can be selected from “OFF” and “2 times”, "4 times”, “8 times”, “16

times”, “32 times”, “64 times”, and “128 times”. Default has selected “4 times”.

6-8-2. Width of stabilization filter data

The width of the stabilization filter data is set by setting of function F-09.

Setting range : 00000 to 00999 units : 1D and 00000 : Turning off

Default has set “00100”.
6—8-3. Time width of stabilization filter

The time width of the stabilization filter is set by setting function F-08.
Setting range : 00000 to 00999 units : 10 ms 00000 : OFF
Default has set “00020”.
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Example The width of data in which the stabilization filter is done by function F-09 is selected.
The width of the stabilization filter for each set point “n” data is requested in the display conversion by
the following expression.
“Data width of stabilization filter” ="Set point n of F-09” x “Minimum scale value”
In the case that “10” for setting by function F-09 and “D=5" for minimum scale value becomes :.
“Data width of stabilization filter” =10 x5

=50D

Therefore, the stabilization filter set in function F-07 becomes effective when the change width of
measuring display is within the value set in function F-09, and that condition continues over the time
set in function F-08.

Calibration target Calibration target
Time width of Time width of
Width of “— < >
load change.¥.
. Data width of x * Width of load
Display | stabilization filter w T _f: change
? Data width of
Y stabilization filter
Time width of
stabilization filter
h Width of
load change
v Data width of

stabilization filter

A

Time —P

Digital filter for ON

stabilization filter OFF

Ld

—  When the digital filter is set by function F-04, the moving average processing execute “Moving average of stabilization filter (F-07)” after
executing “Moving average of digital filter (F-04)”,
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6—9. Setting of analog object
Whether either is output for the analog output by setting function F-10 (F-11, F-12) among each display of
WS, DS, ADD, and DIFF is set to analog output 1-4 (5-8, 9-12).
Default is as follows.
Analog output 1 : WS
Analog output 2 : DS
Analog output 3 : ADD
Analog output 4 : DIFF
(Analog output 5 : WS)
(Analog output 6 : DS)
(Analog output 7 : ADD)
(Analog output 8 : DIFF)
(Analog output 9 : WS)
(Analog output 10 : DS)
(Analog output 11 ;: ADD)
(Analog output 12 : DIFF)

6-10. Setting of analog output type

The output type of the analog output is set by setting function F-13 (F-14, F-15).

The DIP switch setting that has been described to the type setting of analog output method as an appendix
must be corresponding to the type setting in this setting.

Default has set all the outputs as 0 to 10 V.

6-11. Setting of effective and invalid for the display of ADD and DIFF

The display of ADD and DIFF can be assumed to be no display (blank) by the setting of function F-18 at the
measurement mode. Default has set the ADD and DIF F displays effective by “00000”.

6—12. Setting of output ratio at both DS and WS DOWN

The value displayed in DS and WS (output) is decided when both DS and WS become DOWN because of
function F-19 setting. When both DS and WS become DOWN because of function F-19 setting, the value in
which the ratio of function F-19 is multiplied by the maximum indicated value setting in calibrating is output
to DS and WS.

Default is set as “00100” (100 %).
6-13. Scaling of analog output

The indicated value when the minimum value and the maximum value are output from each analog output is
set by function F-20 to F-27 (F-28 to F-35, F-36 to F—43).

6-14. Setting of bridge power supply voltage

The load cell power supply voltage can be changed by setting function F—44.
Default has set as “00000” (10 V).

6-15. Setting of check value

The value (mV/V) displayed at CHECK ON is set by setting function F-50 and F-51.
Default has set as “0.0000” (0.0000 mV/V).
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6—15-1. Display of check value

It is a function to display (output) the value set with function F-50 and F-51.
Condition of measurement
(CHECK LED turning off) Press the key and the key at the same time
) |, [(> ] For 2 second or more during the measuring condition.
SHIFT CHECK (CHECK LED turning off).

:r CHECK LED lighting 1 CHECK LED is light on, and it becomes the condition of

""""""""" = CHECK ON.
WS DS |LCHECK DS DOWN LED and WS DOWN LED is turning off.
(The present value is displayed in DS, WS, ADD and
DIFF.)

Press the key continuously. The value set by
function F-50 is displayed (output) in WS while pushing.
The value set by function F-51 is displayed (output) in
DS.

D The calculated value is displayed in ADD and DIFF

3
03

.3 .3

ADD

y

CHECK
DS DOWN LED is light on, and WS DOWN LED is light on.

This value is output while the

>
When the key is released, a present input value is
displayed.

Press the key.

The value set by function F-50 is displayed (output) in
WS. 0 is displayed (output) in DS. The calculated value is
displayed in ADD and DIFF.

DS DOWN LED is light off, and WS DOWN LED is light on.

>
This value is output while the key pressing.
When the key is released, a present input value is
. >
S displayed. Press the key.
EC

K 0 is displayed (output) in WS.

The value set by function F-51 is displayed (output) in
DS.

Calculated value is displayed in ADD and DIFF.

DS DOWN LED is light on, and WS DOWN LED is light off.

key pressing.

Ca <«
LN
C3

LM

.
L3 &3

CO CQ«——C CO«—C3
Wy
C3

[ [

CHECK

C3 .3

[ [

Wy
C3

|
Hy
v IC3] €T

This value is output while the key pressing.

> ENTER
CHECK SHIFT

S
&
=

> . . .
When the key is released, a present input value is
displayed.

v The following operations are done when assuming the
CHECK LED turning off, CHECK OFF.

_______________ key and the key for 2 second or more

l Press the
At the same time.
In the condition of the CHECK LED turning off, the

C3
[ | o

M
o

> .
display doesn’t change even if only the key is
pressed.

C3 G35
| [
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hd

The check value (setting of F-50 and F-51) is not displayed when DOWN is set to both DS and WS. The value of the ratio set with F-19 comes
to remain being displayed. When only DS sets DOWN, and only DS DOWN LED lights while displaying the check value, check value “0” is
displayed in DS. Moreover, when WS DOWN LED lights, the WS check value displays to both DS and WS as the check value.

When only WS sets DOWN, and only WS DOWN LED lights while displaying the check value, check value “0” is displayed in WS. Moreover, when
DS DOWN LED lights, the DS check value displays to DS and WS as the check values.

Moreover, when the coefficient is assumed to be effective with F-61 to F-67, the value in which the coefficient is put is displayed in the check

value.

6-15—-2. CHECK2 function

It is a function to output the analog output to the monitor terminal of a front panel.

However,|the electric current output is excluded.|

Condition of measurement
(CHECK LED turning off)

@ >
l stEr) t |cweck
| CHECK LED lighting |
WS l DS
| ]
o000 | 1000
ADD DIFF
E nrrrn mn
ooy [N
~
" WS DOWN
rnri
H oo
n 1
[N
>
HECK
(Hrir (1rin
(] oo g
2400 0

)]

>
Press the key and the key for 2 second or more

at the same time.

CHECK LED lights and it enters the condition of CHECK
ON. (A present value is displayed in WS, DS, ADD and
DIFF.)

Press the key.
. is displayed in WS.

The output value is displayed in DS.

The object analog output (WS, DS, ADD, DIFF) in ADD.
and the analog output number in DIFF is displayed.

At this moment, the voltage of displayed analog output

number(CH) in monitor output terminal at front panel is
output.

A present load value (WS, DS, ADD and DIFF) is output
as the output voltage.

: Increase the analog output (CH) number

The number (CH) set as the current
output is skiped, and the next(CH) is
displayed. When the maximum connection
of CH number is exceeded, CH-01
(minimum value) is displayed.

: Decrease the analog output (CH) number
The number (CH) set as of the current
output is skiped, and next (CH) is
displayed. Maximum connection (CH) is
displayed for less than minimum (CH)
number.

ENTER >
Press the key and the key for 2 second to more

at the same time to return the measuring mode..
CHECK LED is turned off, and a present value is
displayed to WS, DS, ADD, and DIFF.

The monitor terminal output at this time becomes 0 V
(invalid).

6—16. Setting of permission/prohibition of calibration

Permission/prohibition of the calibration function is set by setting function F-97.

Default has set “00000” (permission).




6—17. ZERO clearness

The ZERO corrected data in function F-98 ZERO set function is canceled..

: key with BE display, DE . becomes a blinking display.
Press the key when when you want to discontinue clear ZERO at this moment. . becomes a

blinking display, and the operation of ZERO clear is not executed.

When the DE is a blinking display, the display section becomes DBB and ZERO clear

operation is completed.

6—18. Memory clearness

A clear memory is executed by function F-99.

The content of the function set is returned to the default setting.

Pressing the key with the condition of DBEE display, D'- becomes a blinking display.

When you want to discontinue a clear memory at this moment, press the ey.

. becomes a blinking display, and the operation of a memory clear is not executed.
By pressing the key with a blinking display of DB the display is turned off, and it becomes

, and the operation of memory clear is completed.

6—19. Display coefficient

Ld

The value in which the coefficient is multiplied on each indicated value of WS, DS, ADD, and DIFF can be
displayed by setting function F-60 to F-67.

F-60 : Coefficient for WS
In case of F-64=00001, the value in which coefficient of this setting is multiplied on WS is displayed as WS.

Example : With WS=1000 for F-60=2.0000, the displayed WS becomes 1000 x 2.0000=2000. “OL” is displayed
when the result that multiplies coefficient exceeds 110 % of maximum indicated value (setting in calibration)
or 99999, and “-OL” is displayed when falling below =10 % of the maximum indicated value or —19999.

F-61 : Coefficient for DS
In case of F-65=00001, the value in which coefficient of this setting is multiplied on DS is displayed as DS.

Example: With DS=1000 for F-61=2.0000, the displayed DS becomes 1000 x 2.0000 = 2000. “OL" is displayed
when the result that multiplies coefficient exceeds 110 % of maximum indicated value (setting in calibration)
or 99999, and “-OL” is displayed when falling below —10 % of the maximum indicated value or —19999.

F-62 : Coefficient for ADD
In case of F-66=00001, value in which coefficient of this setting is multiplied on ADD is displayed as ADD.
The value of ADD is a value in which DS and WS displayed at this time were added.

Example : With ADD = 2000 and F-62 = 2.000, the displayed ADD becomes 2000 x 2.0000 = 4000. “OL” is
displayed when the result that multiplies the coefficient exceeds 9999, and “~OL” is displayed when the
result falling below —19999.

F-63 : Coefficient for DIFF

In case of F-66=00001, value in which coefficient of this setting is multiplied on DIFF is displayed as DIFF.
The value of DIFF is a value in which DS is decreased from WS displayed at this time.

Example : with DIFF = 2000 and F-62 = 2.000, the displayed DIFF becomes 2000x2.0000=4000. “OL” is

displayed when the result that multiplies the coefficient exceeds 9999, and ““~OL”’ is displayed when the
result falling below —19999.

Here, when you execute “Fine control of ZERO”, “Fine control of SPAN”, “Digital span calibration”, and “Fine control 2 of the analog output”
with the value in which the coefficient is multiplied by DS, WS, ADD and DIFF as effective, The displayed load doesn't become an actual load
because it is displayed with the coefficient multiplied.
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7. Record place of set data

In this unit, each data is recorded in RAM and EEPROM as follows :
EEPROM is preserved when almost permanent because of nonvolatile.

Moreover, RAM data disappears in power supply OFF because RAM is not backed up.

7-1. Data recorded in EEPROM
- Calibration data

= Function data

7-2. Data recorded with RAM

+ Condition of CHECK ON/OFF

Ld

| — All the data recorded with RAM is initialized at turning on the power.
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Check mode

In the check mode, the followings can be confirmed.
— Confirmation of ROM version

— Confirmation of contact output operation

— Confirmation of external control input operation

— Confirmation of optional connection

— Confirmation of bridge power supply voltage— Confirmation of analog output (option)

8—1. Method of setting check mode

-
ujro
=

\A‘A‘AA 4
v v
<L HELHr

TYTYYVYYYY

l ENTER‘

SHIFT

Condition of measurement

FUNG.

T
-~ —
-

Pressing the key from the usual condition of the

. gl .
measurement, display of . blinks.

ENTER \VA
By pressing the key after pressing the key ten

Times, displays and it enters into the
CHECK mode

SHIFT
wAAhidAdidy
v hd i ' (1 rr o ) . .
4& l— D M r I ——» To 8-2. Confirmation of ROM version
ZYyryyyvys
ENTER
SHIFT
- P r ’—»To “8-3. Confirmation of the optional connection”
] [N
ENTER
SHIFT
v -
b H ', B B H—’To “8-4. Confirmation of the bridge power supply
voltage”
ENTER
SHIFT
\ 4
= nnnrnr e rmati i
—— To 8-5. Confirmation of external control input
LN UuudJig operation”
ENTER
SHIFT
\4
b - D L’, "— H -0 —»To "8—'6. 9onfirmation of the contact output
operation
ENTER
SHIFT
- = ) | = T 5 To “8-7. Confirmation of the analog output”
A-oUl L ou
v
Enld
ENTER
l = ’FUN]@.
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Measurement mode

8—-2. Confirmation of ROM version

E H E E H Pressing the key twice from ,

ENTER The ROM version is displayed in DS.
SHIFT

AAAYAA L
- =lv
Fonk

771 yw"

Y

-

ENTER
SHIFT

C3

)
0

Fon
ENTER
l SHIFT
wAALAALLY
¥ - v
i | laPt
TYTYYTYYY

Confirmation of optional connection
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8—-3. Confirmation of optional connection

NG\ Aiddid dg Pressing the key from innking,
2 - Ty
1« I- D n r display becomes ...Em blinking.
YYY \A Al . . . .
Y ly \ 3 Here, by pressing the key, the optional connection is
ZERO displayed at DS.
AAAYAA 4 44
< AP
< o2
YYyvy
LAM\A ENTER
SHIFT
- r i
aP 4
ENTER .
i SHIFT DS display Content
LA Add
V\' b‘H' “““ There is no option.
1 r 01 One option is mounted
’
TYYYYYYY 11 Two option mounted

To the confirmation of the
bridge power supply voltage
8—4. Confirmation of bridge power supply voltage
whhaiddiday

J - P'; Pressing the ﬁkey from ...Eﬁ blinking, the
D N dlsplay of DDEH becomes blinking. By pressing

AL
ZYYYYYYYY
< EATER, . .
the key here, bridge power supply is displayed at DS.

ZER0
AAYAA L4y

A 4 v
> bH*
A ‘A\

YYYlYYYYV

ENTER
SHIFT

b

ENTER
SHIFT

LKJXAAAA
¥ - v
= LNz

vyvlyyvyv

C3
3
o

To the confirmation of the
external control input
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8-5. Confirmation of exte

rnal control input

wAAiLAAidy
A4 v
< | bHF
) r
TYYy YYY‘<
ZERO
wAALAAiAY
v =
° L Nr
Zyyryyyvyv
I ENTER
SHIFT
- nnrr
LN g
L ENTER
L AL AN 4 4 (@0
< == nr-
<5-ol I’
YYY

y'yYYYi

To the confirmation of the contact output

8-6. Confirmation of contact output

¥LLAAAAA4

Pressing the key from DDEH blinking, the
display of ... becomes blinking. By pressing

the key here, the contact output target is displayed
at DS.

Display “0” : open

Display “1” : close

10° digits : WS and DS DOWN

10' digits : WS DOWN

10? digits : DS DOWN

10° digits : LOCK

10* digits : ZERO

<] =
41 L M ‘L Pressing the key from ..... blinking
A
ZYYryyyvy V<] The display of .EE.. becomes blinking. By
Al ZERO Pressing the |5 key here, contact output target is
o LA : :;_4( displayed at DS
— - > >
A b oy e By pressing the key and the key, change the
TYYYYYYY
ENTER output target.
SHIFT
b - 5 L’, ”- E - 5 Display Output signal name
; ENTER H -0 RUN
SHIFT
wihaddidug d-o DS DOWN
=i -
‘H Oui | I U-0 WS DOWN
Zryvy Yvyv‘ =
F-o ERROR
To the confirmation of the - 5 HEALTHY
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8-7. Confirmatjon of analog output
AhaAddaday
|

v —
1 5 ~10 "u- < Pressing the key from EE blinking, the
YYY YV . s
Y Yly Y ZER@ display of EHE becomes blinking. Here, by
YYYVYVW pressing the key, the display becomes .
J H - 5 )1 ’J‘; and the selected output value is made against the analog
A y = J i output selected.
YTYYYY T : Increase 1 count of analog output number.
Ll If the number exceeds over the maximum
H = (- ) [=T— number of connected, it becomes “01CH”
D L L Ou : Decrease 1 count of analog output number
rl If the number decrease below “1”, “CH”
I I T I H changes to the maximum connected
2 = number.
v ws bomi|  ||os ooy : Change the output value to minimum,
H = ' Dl o middle and maximum value..
[m ][] L|Ow ) : Minimum value
LQu
1 r nL d: Middle value
[ | E [ H H‘: E H: The maximum value
< =
ZERD =50 Make the display of | | | Jn|d]blinking
- = —II = d
A-olUl AL
OJLH
uiC
— Output t Minimum . Maximum
ZER@ utput type value Middle value value
v i ”_7 = OVto10V About 0 V About 5 V About 10 V
H-DUI Hl_ UH OVto5V | AboutOV | About25V | About5V
r r H O0Vto1V About 0V | About 0.5V About 1V
(] E,l_ —10Vto 10V | About -10V About 0 V About 10 V
l Eﬂﬁ —SVtodV About -5V About 0 V About 5 V
Y VYYD —1Vtol1V About -1V About 0 V About 1V
9 E d | 4mAto20mA | About 4 mA | About 12 mA | About 20 mA
A A
ZrYyryviys
l ENTER Press the key to end the check mode
SHIFT
r H E [ t’ The display becomes . .
L " L Here press the key. . becomes blinking.
i FUG. Pressing the key to move to the measuring mode.
A Aiddid dg The check mode is ended.
LHEL
4 L
y\

Y
-
|

~
-«
—~{

-«
-

«—
=
(=
=
o

gHdH54H

To the measurement mode

il

«— B0
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9. Analog output
There is the following types of analog outputs.
OVtol0V

OVtob5V
OVtolV
el [VRY
+5V
1V
0 mA to 24 mV

9-1. Changing method of analog output

i) Turn off the power supply to this instrument.

i) Detach the 10 screws of this instrument, and remove the top cover, bottom cover, mounting metal.

iii) Please set the DIP switch corresponding to the output to be changed on the print circuit board
according to the using condition.

iv) Install the mounting bracket, head cover and bottom cover with the screw.

v) Turning on the power supply, and set the analog output type according to the procedure 5.

Ld

| When you change the analog output type, turn on the power supply according to the procedure 5.

Head cover

Hole for
adjustment

g < [ q
Mounting bracket
0

Bottom cover
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PCB for analog output 9 to 12 (option)

PCB for analog output 1 to 4 (option) PCB for analog output 5 to 8 (option)

DIP504 DIP503 DIP502 DIP501

JU0OU0) [0ouooty [ooububy |bobbot

< Layout of DIP switch >

1 2 3 4 5 6
D ﬂ ﬂ ﬂ D ﬂ *The under is turning off.

Set of DIP switch

Output type ] 5 3 2 s 5
OVtolOV ON OFF OFF OFF ON OFF
OVtobV OFF ON OFF OFF ON OFF
OVtolV OFF OFF ON OFF ON OFF
—10Vto 10V ON OFF OFF ON ON OFF
—5Vtob5V OFF ON OFF ON ON OFF
—1VtolV OFF OFF ON ON ON OFF
4 mA to 20 mA OFF OFF OFF OFF OFF ON

Object output

Corresponding DIP switch

Analog output 1

Circuit board DIP501 for analog output 1 to 4

Analog output 2

Circuit board DIP502 for analog output 1 to 4

Analog output 3

Circuit board DIP503 for analog output 1 to 4

Analog output 4

Circuit board DIP504 for analog output 1 to 4

Analog output 5

Circuit board DIP501 for analog output 5 to 8

Analog output 6

Circuit board DIP502 for analog output 5 to 8

Analog output 7

Circuit board DIP503 for analog output 5 to 8

Analog output 8

Circuit board DIP504 for analog output 5 to 8

Analog output 9

Circuit board DIP501 for analog output 9 to 12

Analog output 10

Circuit board DIP502 for analog output 9 to 12

Analog output 11

Circuit board DIP503 for analog output 9 to 12

Analog output 12

Circuit board DIP504 for analog output 9 to 12
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9-2. Scaling of analog output
The analog output of maximum value and minimum value is set by 0 to 2 000.
This can be made an any value by changing a related function.

Analog output

Approx. 24 mA _|
Approx. 125V

Maximum value 20 mA
10V

-10 %
of maximum display

Minimum value 4 mA
ov 1 0 display Maximum Display
display
+110 %
Approx. 0 mA of Maximum display

T Approx. 2.5 V
F-20, F-22, F-24 and F-26 set the display when the minimum value is output.

F-21, F-23, F-25 and F-27 set the display when the maximum value is output.
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Ex) F-20 : set as 1 000.
F-21: set as 5 000.
The maximum value is output at 5 000 display.
The Minimum value is output at 1 000 display.
The output for the minimum value and the maximum value has been decided depending on the type of the

analog output.

Output type The minimum value | The maximum value
OVtol10V About 0 V About 10 V
OVtob5V About 0 V About 5V
OVtolV About 0 V About 1V
—10Vto 10V About —-10V. About 10 V
—5VtobdV About -5V. About 5 V
—1VtolV About -1V. About 1V
4 mA to 20 mA About 4 MA About 20 MA

Analog output

Approx. 24 mA |
Approx. 125V

Maximum value 20 mA
10V

-10 %
of maximum display

Minimum value 4 mA
oV T 11000 5 000

5 500
_L Approx. 0 mA

™ Approx. —2.5 V

Display

hd

| — Please set a value of that is smaller than the value set with F-21, F-23, F-25, and F-27 to F-20, F-22, F-24, and F-26.
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9-3. Fine control 1 of analog output

Actually without applying the load, “Minimum value” and “Maximum value” are matched respectively.

Measuring condition

. . | r
FUIG, By pressing the key, the display of .
YWY 7V vy becomes blinking.
7 1/ r
. >—
1; F un '_‘t Press the key eight times.
ZrYyvyyvye
\V4
‘ r|ah
DS DM HH becomes a blinking display.
AAAAA i dy
v ,- |
) > B
A H [ L i< Press the key here.
TYYYYTYYY
‘Y ENTER HH displays, and it enters into the fine
SHIFT adjustment mode of analog output.
- H [} The output target is displayed in ADD, and (CH) number
Ok Aer ” A"4-4 NYYYYUW of analog output to be adjusted is displayed in DIFF
v - v V',- w1\
- ) - >
s [N KAl H [N I }'e L
SARANAR AR YTYYTYY . Increase. (CH) number of analog output
Al ] to be adjusted.
o Dom) - |(os o) : Decrease (CH) number of analog output
Eﬂ . to be adjusted.
: Proceed to the next step.
HL Al
L [N
us CH-O !
- ] - =
EE DH displays, then press the key.
\ 4
ALIGIS
LOu
Su CH-0
N [N i
ENTER
SHIFT
AaNAdidd
‘\‘ | I g i v l'_ J becomes blinking display.
< >
A L D < At this time, the output at the minimum output becomes
YYYVYYVYY .
T — b r H Al adjustable.
(] L LIt : Increase the analog output value.
A v
’nswm Dswm‘ : Decrease the analog output value.
ENTER
v SLH]IIT : Proceed to the next step.
H H L .m. displays, then press the
S| [CH-0
[N} [N [N

l

To next page
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ENTER

SHIFT

From last

Y
-1
A
>

Yvyyvy

=
r
x

.|

—

ENTER
SHIFT

apR
J
oo

m
=
=
m
=

,
>
-

«— e
| =
~
A

To the measurement mode

66

.m. becomes blinking display.

The output at the maximum output becomes adjustable,
here.

: Increase the analog output value

: Decrease the analog output value

: Register the adjustment, and proceed to
the next step.

Press the [sim key after the adjustment of output at the

maximum output.

DD is displayed.
HH displays after pressing the

becomes the selection of the next (CH) number.

As the display becomes HH by pressing the

key, move to the measuring mode by pressing the key

o key, and it

The fine adjustment of the analog output is ended.



9—4. Fine control 2 of analog output

“Minimum value” and “Maximum value” are matched respectively while actually applying load.

Measuring condition

l FUNG.

»A‘L A Ady

¥y

L FUALE

’YYVLYYYV*
v

DS
L A av AST

TYTYYIYY

By pressing the key, the display of .
becomes blinking.

Press the key at nine times.

.mmm becomes a blinking display.

Press the key here.

HHB displays, and it enters into the fine

adjustment mode of analog output

EN
Press the
v

-
«. The output target is displayed in ADD, and (CH) number

key here.

HH@IJ wrAsddady
g

To next page

SR L H-O |
Y pd A4 Y L 4R ¢ Y Y
i o)
[ENTER
v (&
dAddJ
ubl CH-O !
ENTER
SHIFT
v —
HAdJ
ubl CH-O !
l ENTER
SHIFT
Allou
ubl CH-O
ENTER
SHIFT
YWY A:AA-
1HLDUF U
MAAZAZAAI
ub CH-O
o) (e
ENTER
SHIFT

of analog output to be adjusted is displayed in DIFF.

: Increase the (CH) number of analog output

to be adjusted.

: Decrease the (CH) number of analog
output to be adjusted.

: Proceed to the next step.

The display becomes DH

At this time, set the analog output to be the minimum

load.

DH becomes blinking display.

The load value of the present output target is displayed
blinking.

At this time, the output at the minimum output becomes
adjustable.

: Increase the analog output value.

v
: Decrease the analog output value.

: Proceed to the next step.
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From last page

The display becomes .m.

A HL
- b ’-H - 1| (| Pressthe key.
U L U At this time, set the analog output value to be the
l Emﬁm maximum load.
ENTER
wAAAAAddy Press the key.
< F,’ H LI C‘ B B B | A HC| is displayed blinking.
ERPELRS I =
{ A
[N} b [ H =g : Increase the analog output value.
ENTER : Decrease the analog output value.
ol SHIFT
i
E n D’ DD is displayed.
ENTER
SHIFT
dAdJ
.mmm is displayed after pressing the key,

‘FUN@. and it becomes the selection of the next (CH) number.

BATER
/ s .
SHIFT NYYYYYOW As .mmm becomes blinking after pressing the |1
¥

¢ . " .
‘,‘ H H d [N r key, set to measuring condition by pressing the key.
TYryyvyy
‘FUU\']@.

Analog output fine control 2 is ended.

To the measuring mode
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10. Monitor mode

In the monitor mode, a present load cell input value can be confirmed.

10-1. Method of setting monitor mode

State of

Lo
N A Aixdid ‘&4144

LFYALCE

ZYyvryvvyy
L=
N, A ALdAidA <

— =T
J oL |k
’YYYIYYVY‘

ENTER
SHIFT
nonc 1

=
=
B

SHIFT

\4 —

g g Y I B |
Aon. i
=
YYYVYYV
VE- -"
TonNnc o
Zryyryyvyst
‘FUN@

Measuring condition

69

By pressing the | key, ..... becomes

blinking.

By pressing the key, the display of

becomes blinking and enters into the monitor mode.

Press the key.
is displayed, and it becomes monitor mode.

Press the key.

A present input value from load cell converted into the
unit of mV/V is displayed blinking at WS and DS.

Press the key.
The display becomes DD

Press the key.
The display becomes .

Press the key.
The display becomes blinking.

Press the key.

it returns to the measuring condition.




11. Troubleshooting
Please check the instrument according to the following procedures when abnormality is found in operation.
Moreover, please contact with us when there is no corresponding item, and the symptom does not disappear

even if the solution is done.

11-1. Troubleshooting execution
< Troubleshooting execution >

Does supplie

power voltage satisfy the
specification?

Yes

The display is

No. ¢

Supply the power source suitable for the
specification.

wrong.

No.

Yes ¢

< To the display check )

The operation of contact
output is wrong.

No.

The external contro

Yes

< To the contact output check >

input doesn’t operate.

No.

Yes ¢

<To external control input check)

The key doesn’t work.

No.

The operation of optional

Yes ¢

<To the key lock setting check)

parts is wrong.

No.

v

Inform us about the contents of
failure and situation at site in details.
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Yes

4

< To check of optional parts. >




( Display check >

The load is

displayed.

Recorded value of C

No.

No.

function is not changed.

}

The fuse cuts.

Register the content of C function data
logging in HFUNC according to procedure 18.
Register the content of the record of the
function data in FUNC according to

OL display

No.

—OL display

Yes

Yes —¥

The load display staggers Yes
abnormallv.
A
No.
No.
A

Inform us about the contents of failure
and situation at site in details.

71

A

Please exchange fuses.




1)Remove the connection cable of the strain gauge type transducer from the terminals.
2)Measure the voltage between the terminal A-C of the terminals.
* Please set the measuring range of the measuring instrument such as testers DG V.

The voltage between
A-C is stable as specified
by F-44

Yes

v

No. —

A

Please contact with us

1)Try to connect the connecting cable of the strain gauge type transducer with the terminal block.
2)Confirm the load cell output voltage according to the paragraph 10-1.

i

Monitor display

is out of range between
-1.999 to 3.1000.

No.

v

Try to calibrate again according to
the procedure 4.

The same condition

No.

Start measurement

72

Yes

A

Shorten between B-D terminals

Monitor display
is out of range between

~1.999 to 3.1000 No.

Yes ————P i

Expected following reasons.

(Dlnput of strain gage type
transducer is out of range
between —1.999 and 3.1000.

@The strain gauge type
transducer is out of order

Yes by an over load, etc.
BThe signal wire of the
strain gauge type
transducer has been
disconnected.
v

Inform us about the contents of failure
and situation at site in details




1)Remove the connecting cable of the strain gauge type transducer from the terminal block.
2)Measure the voltage between terminals A and C of the terminal block.
* Please set the measuring range of the measuring instrument such as testers DC- V.

The voltage between

A-C is stable as specified No

4

Inform us about the contents of failure

i and situation at site in details

1)Shorten the connection between B, D, and C of the terminal of the terminal block.
2)Confirm the load cell output voltage according to the paragraph 10-1

The display is steady
by the any value.

Yes

v

Confirm various situations of connecting wires according to the paragraph 2.
Confirm whether there is influence from the noise source such as inverters.

No.

The same situation

A

4

Start measurement

Inform us about the contents of failure
and situation at site in details.
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Contact output operation check

Connecting wires is correct?

Yes

Does the operation make

No.

A

Connect wires surely according to the
paragraph 2-6.

No.

as specified?

Yes

The contact output is

Please confirm the contact output
according to paragraph 8-6.

not turned on.

No.

v

Yes i

Inform us about the contents of failure
and situation at site in details.

Expected the following reason

1)Trouble by out of range for contact point

2)Trouble of your input circuit
Confirm the contact output according to
the paragraph 8-6.
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No.

< External control input check >

Connecting wires is a

correct?

Yes

WS DOWN, DS DOWN,
and DS&WS DOWN signal
are used.

Yes

Function F-05 is set.

4

Connect wires surely according to

Input signal is 100 ms

No.
the paragraph 2-5.
No.
\ 4
Please set function F—05.
No.

or more

Yes

Inform us about the contents of failure
and situation at site in details.

75

When the input signal is shorten for
about 100 ms or more, set the input
as 100 ms or more because
operation is executed.




< Key lock setting check >

Key lock is set by function Yes
F-06. ¢

‘ Please release key lock by
No. function F-06.

v

Inform us about the contents of failure
and situation at site in details.

< Check for optional parts >

The analog output
L . Yes
operation is amusing. ¢

N‘o < To the analog output check >

v

Inform us about the contents of failure
and situation at site in details.
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Analog output check

Connecting wires are
correct?

No.

4

Please connect wires surely

Yes according to the paragraph 2-3.

Voltage output
load resistance 5 k—ohm or more

No.
Current output load resistance
10 ohm or less
Make the load resistance suitable
Yes e
for the specification.
Confirm the function setting
concerning to the analog output.
It is correctly set. No.
Yes Please set it correctly according

to the paragraph 6-9 and 6-12.

Inform us about the contents of failure
and situation at site in details.
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12. Specification

12—-1. Analog specification

Bridge power supply

DC10 V0.3 V within 30 mA (Changeable to DC2.5 V). with remote sensing

Applicable transducer

Only one piece of strain gage type transducer (350 ohm) is connectable.
(each one piece for 2ch input)

Input range

Full scale setting is possible with the input range from 0.2 mV/V to 3.1 mV/V

Zero adjustable range

+1.9mV/V

Non-linearity

0.01 %F.S.

2 int +0.2 micro-V/C
ero poin
Temperature P (Input conversion, at full scale setting at the input from 0.3 mV/V to 3.1 mV/V)
coefficient . +0.001 5 %F.S./C
Sensibility ) . .

(Input conversion, at full scale setting at the input from 0.3 mV/V to 3.1 mV/V)
Input noise 10.3 micro-Vp—p or less (at the default value of digital filter and stabilized filter)
Input filter 10 Hz (With the setting of “0” for digital filter and stabilized filter)
A/D sampling 100 times/s (Changeable to 4 times/s or 20 times/s)

12-2. Digital specification

Load display

Range of display

—-19 999 to 99 999

Display increment

1 (Changeable to 2, 5 and 10)

Indicator

Red colored 7 segment LED

Over display

“—~OL” at minus over and “OL” at plus over

Status display

HEALTHY, CHECK, WS DOWN, DS DOWN

Display frequency

20 times/s (Changeable to 4 times/s )

Decimal point display

Changeable to no display, 10', 102, 10° and 10*

12-3. Interface

External control input

Following 5 operation are controllable externally.
ZERO, LOCK, DS DOWN, WS DOWN, DS&WS DOWN

Contact output

Relay contact output : 5 points
Point of contact specification: One make contact and AC250 V 1 A(resistive loading)
HEALTH, RUN, DS DOWN, WS DOWN

Spec. for contact point

1b contact, AC250 V 1 A and ERROR

Electric current output

DC4 mA to 20 mA load resistance 510 ohm, Non—linearity 0.05%F.S or less

Voltage output

DCOVto10V,DCOVto5V,DCOVto1V,DC+10V,DC£5V or DCx1 V
Load resistance 5 k—ohm or more, Non—linearity 0.05 %F.S.

12-4. General specification

Operating temp./Humidity range

— Temperature

-10 C to 50 C

= Humidity

85%RH or less (Non condensing)

Power supply

— Power supply voltage

AC100 V to AC240 V (Allowable variable range : AC85 V to AC264 V)

— Power supply frequency

50/60 Hz

— Power consumption

About 25 VA (without any option, at AC100 V)

Outside dimension(WXHXD)

200 mm X 150 mm X 200 mm (Excludes protruding parts.)

Weight

About 4.4 kg (Without any option.)
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12-5. Standard shipment specification

Bridge power supply

DC10 V

Span adjustment

2 000 display at the input of 0.3 mV/V.

Minimum scale value

1

12-6. Accessory

Instruction manual 1 piece
Midget fuse 1 Piece (3 A)
Short bar 4 pieces
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13. Error indication

EF

When the number that doesn't exist in the list is selected at setting the function, it displays
blinking for about 2 second.

EF

When “Display of maximum indicated value (DISP) < Weight value to be set (LOAD)” are set, it
displays blinking for about 2 second.

EF

Analog to digital conversion error. Please contact us.

EF

Writing error to EEPROM. Please contact us.

EF

Reading error from EEPROM. Please contact us.

/

When the output of the load cell and the numeric input in calibration are =2 mV/V or less and
exceeds zero adjustable ranges of a minus side, it displays blinking for about 2 second.

When the output of the load cell and the numeric input in calibration are 2 mV/V or more and
exceeds zero adjustable ranges of a minus side, it displays blinking for about 2 second.

When the output of the load cell and the numeric input in calibration are under 0.2 mV/V and
don’t reach to the span adjustable range, it displays blinking for about 2 second.

When the output of the load cell and the numeric input in calibration are over 3.1 mV/V and
exceed the span adjustable range, it displays blinking for about 2 second.

When the measurement display exceeds the display range (99 999) or “+110% of the maximum
indicated value” is exceeded, it is displayed.

When the measurement display exceeds the display range (=19 999) or “~110% of the maximum
indicated value” is exceeded, it is displayed.

When zero set are executed exceeding the setting of F-00, it is displayed.

When calibration (CCAL, ACAL, LCAL, TARE and SPAN2) is executed at the time of the CHECK
ON, it is displayed.

When zero set has been turned on at the zero fine adjustment or span fine adjustment, it is
displayed.

When the calibration or the analog fine adjustment is executed during effective for calibration
LOCK, it is displayed.
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14. Guarantee

14-1. Guarantee
- The instrument is covered by a warranty for a period of one year from the date of delivery.

- As for repairs and/or after service is required during the period of warranty, contact with our sales office or

sales agent from which you have purchased.

14-2. Repair
Before asking repairs, make checks once again that the connection, setting and adjustment for the

instrument have finished.
Especially, make checks whether the connections of sensors are disconnected or cut off.

After that, still there may be found some defects in the instrument, contact with our sales office or sales

agency from which you have purchased.
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15. Display character pattern
The followings are the table to show the display pattern used at 7 segments display on the instrument.

o | J | Db 4 a F
1 I e | F | R | L
2 | /| F | F | s |}
3 | 40 a6 | L | 1T
4 4 1 Hw | H | u |
5 | 50 v H
6 E | J | J | w g
7 I_II K ,I:I X L_ /
8 g L L y | Y
9 5’ M I:[ Z _:
Al H | N n ?
B | g |0 | g ' | !
C [ P ll_/ _ —

82



16. Function setting table

Make use of them in case that the customer has changed setting for the function.
Function setting table

Function number Initial value Set point of customer Function number Initial value Set point of customer
F-00 00100 F-35 02000
F-01 00000 F-36 00000
F-02 00002 F-37 02000
F-03 00001 F-38 00000
F-04 00003 F-39 02000
F-05 00000 F-40 00000
F-06 00000 F-41 02000
F-07 00002 F-42 00000
F-08 00020 F-43 02000
F-09 00100 F-44 00000
F-10 04321 F-50 0.0000
F-11 04321 F-51 0.0000
F-12 04321 F-60 1.0000
F-13 00000 F-61 1.0000
F-14 00000 F-62 1.0000
F-15 00000 F-63 1.0000
F-18 00000 F-64 00000
F-19 00100 F-65 00000
F-20 00000 F-66 00000
F-21 02000 F-67 00000
F-22 00000 F-85 00001
F-23 02000 F-86 02000
F-24 00000 F-87 02000
F-25 02000 F-88 0.0000
F-26 00000 F-89 0.3000
F-27 02000 F-90 00001
F-28 00000 F-91 02000
F-29 02000 F-92 02000
F-30 00000 F-93 0.0000
F-31 02000 F-94 0.3000
F-32 00000 F-97 00000
F-33 02000 F-98 -
F-34 00000 F-99 -

Memo
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17. Cfunction datatable
Make use of them in case that the customer has changed setting for the function.
Make sure to record the concerned function data when the user has execute the various calibrations (load
calibration or adjustment of analog output).

hd

The setting data of C function form CF-00 to CF-65 is necessary to register the data by H function. Please make sure to record all items. The

data revival function by H function doesn’t operate correctly if there is any mission of the record.

Function number Data Function number Data
CF-00 CF-35
CF-01 CF-36
CF-02 CF-37
CF-03 CF-38
CF-04 CF-39
CF-05 CF-40
CF-06 CF-41
CF-07 CF-42
CF-08 CF-43
CF-09 CF-44
CF-10 CF-45
CF-11 CF-46
CF-12 CF-47
CF-13 CF-48
CF-14 CF-49
CF-15 CF-50
CF-16 CF-51
CF-17 CF-52
CF-18 CF-53
CF-19 CF-54
CF-20 CF-55
CF-21 CF-56
CF-22 CF-57
CF-23 CF-58
CF-24 CF-59
CF-25 CF-60
CF-26 CF-61
CF-27 CF-62
CF-28 CF-63
CF-29 CF-64
CF-30 CF-65
CF-31 -
CF-32 -
CF-33 -
CF-34 -

Memo
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18. H function mode
It is a function to write C function data in EEPROM.
When the load is not correctly displayed because the content of the proofreading changed due to a wrong
recalibration or some troubles)(exclude the damage of EEPROM, this function can display (recover) the load with
calibrated condition by registering the data without executing the calibration with using the actual weight, etc.

hd

Please register all content recorded in C function of CF-00 to CF—65 in H function. The data revival function by H function doesn’t operate

correctly if there is any mission of the record.

18—1. Method of setting H function mode
Power supply

Press the key and the key immediately after the

power is turned on while the front panel LED lights all.

8 B B g E FUN@.‘ (for about two seconds).

v
>
y CHEGK
8888, | ; o
The display becomes , and it enters into
the H function mode.
\ 4
ENTER
H F U m] E By pressing the key, H is displayed.
— Select the H function number to be changed
» ENTER
SHIFT Change the value of the changed digit.
v
H F e Select the changing digit.
[/
~= : Return to . display.
A Vi 4 > ‘
’WSWM o oom| || ZERQ)| || CHECK : Memorize the displayed value, and
y A
> roceed to the next step.
HIF - = “
U L Press the .
ENTER Set the set value of the selected H function number.
SHIFT

: Change the value of the changed and set
digit

A
£
£

: Select the changed digit.

: Return to the display.

: Memorize the displayed value, and

5
HY

A
g

ns oow| |[ZERO| |[cHECK

——
—
My«
|
.L.‘
TYY

proceed to the next step

ENTER
SHIFT Press the s key.

4 The set content is temporarily registered in RAM, and
H F -— B '—l display panel displays the registered H function number.
Please select the changing H function number when you

A ‘ \V4 < > change the setting of the other H function numbers.
ws Dowh|| ||ps pom|| || ZERO| |/CHECK

H F - 9 B To memorize the content of the set H function in the
l o EEPROM, the display is set to HEE ,

SHIFT
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"-|
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becomes a blinking display.

'surr| . 1he temporary registered data of H
function is saved to EEPROM, and
it proceeds to the next step.

: Return to the display.

Press the key. The display becomes HEE
By pressing the key, the display becomes

It returns to the measurement mode when the key is
pressed.




19. Appendix

Terminal block name li

st

Terminal name

Usage

Terminal name

Usage

Al(bridge excitation +)

ZERO

External

control input

D1(amplifier input +) LOCK External control input
F1(sensing +) DS-DOWN External control input
B1(amplifier input-) WS side load cell WS-DOWN External control input
G1(sensing) DS&WS-DOWN External control input
E1(shield) COM.1 External control input common
C1(bridge excitation—) HEALTHY Contact output

N.C. Unused ERROR Contact output
A2(bridge excitation +) DS-DOWN Contact output
D2(amplifier input +) WS-DOWN Contact output
F2(sensing +) RUN Contact output
B2(amplifier input-) DS side load cell COM.2 Contact output common

G2(sensing)

E2(shield)

C2(bridge excitation—)

Terminal name Usage Terminal name Usage
1+ 1ch analog output + 7+ Tch analog output +
1- 1ch analog output— 7- Tch analog output—
1FG 1ch analog output F.G. 7 F.G. 7ch analog output F.G.
2+ 2ch analog output + 8 + 8ch analog output +
2 - 2ch analog output— 8- 8ch analog output-—
2 F.G 2ch analog output F.G. 8 F.G. 8ch analog output F.G.
3+ 3ch analog output + 9+ 9ch analog output +
3 - 3ch analog output— 9 - 9ch analog output—
3 F.G 3ch analog output F.G. 9 F.G. 9ch analog output F.G.
4 + 4ch analog output + 10 + 10ch analog output +
4 - 4ch analog output— 10 - 10ch analog output—
4 F.G. 4ch analog output F.G. 10 F.G. 10ch analog output F.G.
5+ 5ch analog output + 11+ 11ch analog output +
5- 5ch analog output— 11 - 11ch analog output—
5 F.G. 5ch analog output F.G. 11 F.G. 11ch analog output F.G.
6 + 6¢ch analog output + 12 + 12ch analog output +
6 - 6¢ch analog output— 12 - 12ch analog output—
6 F.G. 6¢h analog output F.G. 12 F.G. 12ch analog output F.G.

— It becomes effective when option is installed since 5ch.
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@ The contents of this manual may subject to change without notice.
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