
CCW1/UWV1 series bearing plate + mounting plate

Item Accessory part No.
A

[mm]
□D

[mm]
E

[mm]
φF

[mm]
G

[mm]

CWV1-2T/ UWV1-2T use BPA-3-B, MPA-16 105 105 23 12 210

CWV1-5T/ UWV1-5T use BPA-3-B, MPA-17 107 105 23 12 210

CWV1-10T/ UWV1-10T use BPA-4-B, MPA-18 140 125 30 14 160

CWV1-20T/ UWV1-20T use BPA-6-B, MPA-19 175 150 30 14 200

CWV1-50T/ UWV1-50T use BPA-8-B, MPA-20 270 200 60 23 260

CWV1-100T/ UWV1-100T use BPA-11, MPA-21 325 280 60 27 360

Item
H

[mm]
I

[mm]
K

[mm]
M

N
[mm]

φP
[mm]

Weight
[kg]

CWV1-2T/ UWV1-2T use 130 185 59 8-M6 130 130 7.7

CWV1-5T/ UWV1-5T use 130 185 61 8-M6 130 130 7.7

CWV1-10T/ UWV1-10T use 160 125 80 8-M10 160 160 11.7

CWV1-20T/ UWV1-20T use 200 160 115 8-M12 200 200 18.4

CWV1-50T/ UWV1-50T use 260 200 150 8-M16 260 260 61.5

CWV1-100T/ UWV1-100T use 360 280 205 16-M20 360 360 119
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