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Applications Specification（Draft）
HVAC / VAV

Other devices utilizing differential pressure

Features

① Small package

② High-accuracy measurement

③ ΔΣ AD converter with a resolution of 16 bits and

outputs a high-accuracy velocity value as a digital value.

④ Ensuring high mounting flexibility with SMD implementation.

Note : at 25 degreeC, 101.3 kPa(1 atmosphere), and Vcc 3.3 V.

Block Diagram

Typical Performance Characteristics
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at 25 degreeC, 101.3 kPa(1 atmosphere), and Vcc 3.3 V.

◆Development schedule

< TS > Oct.

< ES > Apr.

< MP > Oct.

＊ Please note that the schedule is subject 

to change without notice.
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2026

2025

±3 %R.D.  ※TBD

Zero point　±0.5Pa  ※TBD

MMS601 Series

This product is a differential pressure sensor utilizing MEMS technology. It features a 16-bit resolution ΔΣ AD converter,
providing high-accuracy differential pressure values as digital outputs. The interface uses I2C for communication with a
microcontroller.

ITEM SPECIFICATION

Interface I2C

Size 15.2mm x 15.2mm x 8.9mm  ※TBD

Digital output differential pressure sensor

Supply Voltage 3.0 V to 3.6 V

Operating Temperature -20 to 80℃  ※TBD

Resolution 16 bit

Measurement range 0 to 500Pa　/　0 to 1000Pa

Calibrated for Air

Accuracy Note
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■ All brand names, logos, product names, trade names and service names described here are trademarks or registered trademarks of their respective companies or organizations.

■ Any products mentioned in this leaflet are subject to any modification in their appearance and others for improvements without prior notification.

■ The details listed here are not a guarantee of the individual products at the time of ordering. When using the products, you will be asked to check their specifications. 
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